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CLASS D PATCHES, 4.5-IN

LEGEND:

HMA SURFACE MILL AND OVERLAY, 1.5-IN THICKNESS

PORTLAND CEMENT CONCRETE SIDEWALK, 5-IN

SEEDING, CLASS 1A

DETECTABLE WARNING

1

2

KEY NOTES:

COMBINATION CURB AND GUTTER IN KIND.

REMOVE AND REPLACE 4 LF OF

PORTLAND CEMENT CONCRETE SIDEWALK.

REMOVE AND REPLACE 20 SF OF

1

2

GENERAL NOTES

1.

PCC DRIVEWAY, 6"

2

1

1

1

1

1

REMOVE 100 SF OF SIDEWALK

COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 14 LF OF 
COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 14 LF OF

1

36 SF OF PCC SIDEWALK, 5-IN

JUDSON AVENUE
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IS
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SEED: 4,085 SF

SERVICE RESTORATION.

ON THIS SHEET. QUANTITY INCLUDES WATER

FOLLOWING QUANTITY FOR SEED RESTORATION

THE ENGINEER HAS ESTIMATED THE 

 FOR RAMP DETAILS SEE SHEET

80 SF OF PCC SIDEWALK, 5-IN

50

FOR RAMP DETAILS SEE SHEET

66 SF OF PCC SIDEWALK, 5-IN

FOR RAMP DETAILS SEE SHEET

158 SF OF PCC SIDEWALK, 5-IN

50

50

FOR RAMP DETAILS SEE SHEET

155 SF OF PCC SIDEWALK, 5-IN

51

87 SY OF CLASS D PATCH, 6-IN

215 SY OF CLASS D PATCH

164 SY OF CLASS D PATCH

12 SF OF PCC SIDEWALK, 5-IN

2

SIDEWALK OVERHANG (INCIDENTAL)

PRUNE TREE AS NECESSARY FOR

SIDEWALK OVERHANG (INCIDENTAL)

PRUNE TREE AS NECESSARY FOR

1

1

9 SF OF BRICK SHOULDER

REMOVE AND REINSTALL
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1
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1 1

1

1
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CLASS D PATCHES, 4.5-IN

LEGEND:

HMA SURFACE MILL AND OVERLAY, 1.5-IN THICKNESS

PORTLAND CEMENT CONCRETE SIDEWALK, 5-IN

SEEDING, CLASS 1A

DETECTABLE WARNING

GENERAL NOTES

1.

KEY NOTES:

COMBINATION CURB AND GUTTER IN KIND.

REMOVE AND REPLACE 4 LF OF

PORTLAND CEMENT CONCRETE SIDEWALK.

REMOVE AND REPLACE 20 SF OF

1

2

COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 16 LF OF

COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 16 LF OF

1

JUDSON AVENUE
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E
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E
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U

E

SEED: 1,135 SF

SERVICE RESTORATION.

ON THIS SHEET. QUANTITY INCLUDES WATER

FOLLOWING QUANTITY FOR SEED RESTORATION

THE ENGINEER HAS ESTIMATED THE 

 FOR RAMP DETAILS SEE SHEET

100 SF OF PCC SIDEWALK, 5-IN

52

 FOR RAMP DETAILS SEE SHEET

76 SF OF PCC SIDEWALK, 5-IN

52

162 SY OF CLASS D PATCH
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CLASS D PATCHES, 4.5-IN

LEGEND:

HMA SURFACE MILL AND OVERLAY, 1.5-IN THICKNESS

PORTLAND CEMENT CONCRETE SIDEWALK, 5-IN

SEEDING, CLASS 1A

DETECTABLE WARNING

GENERAL NOTES

1.

KEY NOTES:

COMBINATION CURB AND GUTTER IN KIND.

REMOVE AND REPLACE 4 LF OF

PORTLAND CEMENT CONCRETE SIDEWALK.

REMOVE AND REPLACE 20 SF OF

1

2

1
1

1 1
1

1

1 1 1 1 1

1
1

COMBINATION CURB AND GUTTER

REMOVE 14 LF OF 

COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 14 LF OF 

1

1
1

40 SF OF PCC SIDEWALK, 5-IN
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SEED: 3,355 SF

SERVICE RESTORATION.

ON THIS SHEET. QUANTITY INCLUDES WATER

FOLLOWING QUANTITY FOR SEED RESTORATION

THE ENGINEER HAS ESTIMATED THE 

55 SF OF PCC SIDEWALK, 5-IN

FOR RAMP DETAILS SEE SHEET

157 SF OF PCC SIDEWALK, 5-IN

51

FOR RAMP DETAILS SEE SHEET

136 SF OF PCC SIDEWALK, 5-IN

51

313 SY OF CLASS D PATCH

363 SY OF CLASS D PATCH
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REMOVE 14 LF OF COMBINATION CURB AND GUTTER
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CLASS D PATCHES, 4.5-IN

LEGEND:

HMA SURFACE MILL AND OVERLAY, 1.5-IN THICKNESS

PORTLAND CEMENT CONCRETE SIDEWALK, 5-IN

SEEDING, CLASS 1A

DETECTABLE WARNING

GENERAL NOTES

1.

KEY NOTES:

COMBINATION CURB AND GUTTER IN KIND.

REMOVE AND REPLACE 4 LF OF

PORTLAND CEMENT CONCRETE SIDEWALK.

REMOVE AND REPLACE 20 SF OF

1

2

1

COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 11 LF OF

COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 36 LF OF

COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 35 LF OF

MONROE STREET

W
IL

S
O

N
 
P

L
A

C
E

FOR RAMP DETAILS SEE SHEET

198 SF OF PCC SIDEWALK, 5-IN

54

 FOR RAMP DETAILS SEE SHEET

42 SF OF PCC SIDEWALK, 5-IN

 FOR RAMP DETAILS SEE SHEET

160 SF OF PCC SIDEWALK, 5-IN

54

54

109 SY OF CLASS D PATCH

11

SEED: 1,355 SF

SERVICE RESTORATION.

ON THIS SHEET. QUANTITY INCLUDES WATER

FOLLOWING QUANTITY FOR SEED RESTORATION

THE ENGINEER HAS ESTIMATED THE 
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1

COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 8 LF OF

1

1

1

1

2

2

2

LEGEND:

CLASS D PATCHES, 4.5-IN

HMA SURFACE MILL AND OVERLAY, 1.5-IN THICKNESS

PORTLAND CEMENT CONCRETE SIDEWALK, 5-IN

SEEDING, CLASS 1A

DETECTABLE WARNING

GENERAL NOTES

1.

KEY NOTES:

COMBINATION CURB AND GUTTER IN KIND.

REMOVE AND REPLACE 4 LF OF

PORTLAND CEMENT CONCRETE SIDEWALK.

REMOVE AND REPLACE 20 SF OF

1

2

COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 13 LF OF

COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 15 LF OF

COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 14 LF OF

120 SF OF PCC SIDEWALK, 5-IN

FOREST AVENUE
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Y
 
S
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E
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FOREST AVENUE
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IC
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S
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SEED: 1,985 SF

SERVICE RESTORATION.

ON THIS SHEET. QUANTITY INCLUDES WATER

FOLLOWING QUANTITY FOR SEED RESTORATION

THE ENGINEER HAS ESTIMATED THE 

FOR RAMP DETAILS SEE SHEET

72 SF OF PCC SIDEWALK, 5-IN

57

 FOR RAMP DETAILS SEE SHEET

182 SF OF PCC SIDEWALK, 5-IN

57

201 SY OF CLASS D PATCH

287 SY OF CLASS D PATCH

1

1

1

COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 8 LF OF

2

LETTERS AND SYMBOLS (WHITE)

THERMOPLASTIC PAVEMENT MARKINGS -

- LINE SOLID 24" (WHITE)

THERMOPLASTIC PAVEMENT MARKINGS

STA. 201+59.09 TO STA. 202+44.11

- LINE SKIP-DASH 6" (WHITE)

THERMOPLASTIC PAVEMENT MARKINGS

STA. 200+65.86 TO STA. 201+59.09

- LINE SOLID 6" (WHITE)

THERMOPLASTIC PAVEMENT MARKINGS
STA. 200+69.00 TO STA. 202+67.30

- LINE DOUBLE CENTERLINE 4" (YELLOW)

THERMOPLASTIC PAVEMENT MARKINGS

- LINE SOLID 12" (WHITE)

THERMOPLASTIC PAVEMENT MARKINGS
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1

LEGEND:

CLASS D PATCHES, 4.5-IN

HMA SURFACE MILL AND OVERLAY, 1.5-IN THICKNESS

PORTLAND CEMENT CONCRETE SIDEWALK, 5-IN

SEEDING, CLASS 1A

DETECTABLE WARNING

GENERAL NOTES

1.

KEY NOTES:

COMBINATION CURB AND GUTTER IN KIND.

REMOVE AND REPLACE 4 LF OF

PORTLAND CEMENT CONCRETE SIDEWALK.

REMOVE AND REPLACE 20 SF OF

1

2

M
O

N
R
O
E STR

EET

FOREST AVENUE

2

69 SY OF CLASS D PATCH

1

SEED: 440 SF

SERVICE RESTORATION.

ON THIS SHEET. QUANTITY INCLUDES WATER

FOLLOWING QUANTITY FOR SEED RESTORATION

THE ENGINEER HAS ESTIMATED THE 
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LEGEND:

CLASS D PATCHES, 4.5-IN

HMA SURFACE MILL AND OVERLAY, 1.5-IN THICKNESS

PORTLAND CEMENT CONCRETE SIDEWALK, 5-IN

SEEDING, CLASS 1A

DETECTABLE WARNING

GENERAL NOTES

1.

KEY NOTES:

COMBINATION CURB AND GUTTER IN KIND.

REMOVE AND REPLACE 4 LF OF

PORTLAND CEMENT CONCRETE SIDEWALK.

REMOVE AND REPLACE 20 SF OF

1

2

COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 16 LF OF

1

1 1

1

1

1

PCC DRIVEWAY, 6-IN

COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 16 LF OF 

COMBINATION CURB AND GUTTER

REMOVE AND REPLACE 16 LF OF 

HICKORY STREET

F
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PROTECT MAILBOX

SEED: 1,210 SF

SERVICE RESTORATION.

ON THIS SHEET. QUANTITY INCLUDES WATER

FOLLOWING QUANTITY FOR SEED RESTORATION

THE ENGINEER HAS ESTIMATED THE 

FOR RAMP DETAILS SEE SHEET

30 SF OF PCC SIDEWALK, 5-IN

53

FOR RAMP DETAILS SEE SHEET

142 SF OF PCC SIDEWALK, 5-IN

53

 FOR RAMP DETAILS SEE SHEET

81 SF OF PCC SIDEWALK, 5-IN

55

245 SY OF CLASS D PATCH

1
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