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SPECIAL PROVISIONS 

The following Special Provisions supplement the Illinois Department of Transportation’s (IDOT) 
"Standard Specifications for Road and Bridge Construction," adopted January 1, 2022, 
(hereinafter referred to as the "Standard Specifications"); the latest edition of the “Manual on 
Uniform Traffic Control Devices for Streets and Highways”, and the “Manual of Test Procedures 
of Materials”, in effect on the date of invitation for bids, and the “Supplemental Specifications and 
Recurring Special Provisions,” indicated on the Check Sheet included herein, which apply to and 
govern the construction of the Village of Oswego Wolfs Crossing Road Watermain, in Kendall 
County, Illinois and in case of conflict with any parts or parts of said Specifications, the said 
Special Provisions shall take precedence and shall govern. 

DESCRIPTION OF WORK 
 

The work shall include, but not limited to, construction of a 12” distribution watermain, pavement 
patching, driveway removal and replacement, landscaping restoration, possible removal of non-
special waste material, and all incidental and collateral work necessary to complete the project as 
described herein for the Wolfs Crossing Road location. 

 
 

LOCATION OF WORK 
 

This project is located on Wolfs Crossing Road (F.A.U. Route 1577) between Della Lane and Fifth 
Street in Kendell County, IL. There are 2 segments of watermain: Sta 5386+50.05 to Sta 
5416+70.00 and Sta 5444+56.07 to Sta 5499+00.00 with a total length of 8,463.88 feet or 1.60 
miles.  The segment from Sta 5416+70.00 to Sta 5444+56.07 will be constructed by others in a 
future contract. 

 
 

MAINTENANCE OF ROADWAYS 
 

Beginning on the date that work begins on this project, the Contractor shall assume responsibility 
for normal maintenance of all existing roadways within the limits of the improvement. Traffic 
control and protection for maintenance of roadways will be provided by the Contractor as required 
by the Engineer.   

 
 

RIGHT OF WAY 
 

The Village is currently in the process of completing right of way acquisition.  If there are parcels 
that have not been acquired at the start of construction, the Village reserves the right to add or 
remove quantities, or delay work on certain parcels, as necessary.   
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STATUS OF UTILITIES  
 

Existing utilities within the project limits will remain in place during construction.  There is no plan 
to relocate utilities within the project limits.  The Contractor is responsible for watermain 
construction with the utilities in place.  The construction means and method is the Contractor’s 
responsibility, and no additional compensation will be awarded for working near existing utilities. 

 

The existing utility locations shown on the plans are based on utility atlases provided by the utility 
companies and field verification of utility poles and markers.  The Contractor shall maintain a 
radial distance of ten feet from aerial lines and utility poles. 

 

In the area from Piper Glen Street to existing South Douglas Road, along Wolfs Crossing Road, 
there may be utility companies relocating their facilities in preparation for the future Wolfs Crossing 
Road – Douglas Road Intersection Improvement contract.   

 
The above represents the best information available to the Village and is included for 
the convenience of the bidder. The applicable portions of Articles 105.07 and 107.30 
of the Standard Specifications shall apply. 

 
 

WORK HOURS 
 

The Contractor must adhere to the Village ordinance work time schedule. Construction 
work may be performed Monday thru Saturday during the hours of 7:00 a.m. to 7:00 p.m. 
No work may be performed prior or beyond this period without prior written approval from 
the Village. 

 
 

COMPLETION DATE PLUS WORKING DAYS 
 

This contract shall be completed no later than July 1, 2025; if the Contractor fails to 
complete the work by the above- specified date, liquidated damages will be charged in 
accordance with the provisions of Article 108.09 and shall be strictly adhered to. 

 

The Contractor will be allowed _15_ working days after the completion date to complete clean-up 
work and punch list items. Miscellaneous items may be completed within the working days allowed 
for clean-up work and punch list items if approved by the Engineer. Temporary lane closures for 
this work may be allowed at the discretion of the Engineer. 

 
 

WATER SUPPLY 
 

The indiscriminate use of fire hydrants, existing streams, creeks, wetlands, or ponds is 
strictly prohibited. The Contractor shall provide a water truck and driver as required to 
obtain and transport this water. The Contractor shall be responsible for obtaining water 
from an approved source.  
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The Village ordinance states the following regarding water usage. Each user of water 
from Village fire hydrants, there shall be charges assessed as follows: 

 
1. Deposit: Seven hundred dollars ($700.00) for the use of a three inch (3") 

Village hydrant meter. 

 
2. Water Usage Charge: The charge for water usage shall be twice the amount 

of the normal Village of Oswego water rate per one thousand (1000) gallons 
that is charged to regular water customers. 

 
The Village intends to waive the water usage charge for this project. A meter deposit 
will be required. 

 

It is the responsibility of the Contractor to find out from the Village any project 
specific information regarding the water meter rental, reporting, billing, and 
expense information. Before the issuance of a meter, the Contractor may be 
required to have their water vehicle inspected and tested by the Village. The 
Contractor’s vehicle must have a fixed air gap, or one fabricated, in order to pass 
inspection. The Village must be contacted in order to schedule this inspection. 
Only hydrant wrenches approved by the Village shall be used when securing 
water from hydrants. 

 
The location of approved hydrants to be accessed for water usage will be  
determined  by  the Village. The Contractor must contact the Village in order  to  
determine  the  closest  approved hydrant to the project site. Under no circumstance 
shall water be obtained from an unapproved hydrant or facility without the Village’s 
consent. Determination of available hydrants is encouraged before bidding. The cost 
to comply with these restrictions shall be at no additional expense to the Village or 
contract. 

 
The Contractor shall be held responsible for all damages to the water system and 
appurtenances during its use including and not limited to water pipes, valves, 
hydrants, water meters, public and private property. The Village will return a meter 
deposit upon the return of the water meter in satisfactory condition. The Village will 
not make final payment until the water meter has been returned in satisfactory 
condition. 

 
 

APPLICATION FOR PAYMENT 
 

Application for payment to the Contractor shall be in accordance with the Standard 
Specifications and these Special Provisions. The Engineer will submit Engineer’s 
Payment Estimate for partial payment to the Contractor for the work completed to the 
Village not more than once monthly on a date specified by the Village. 

 
The Contractor shall procure from each subcontractor and supplier of material or labor a 
waiver of any claim which they may have under the mechanics lien laws of the state in 
which the work is located, to insure the Village immunity from mechanics liens on 
subcontractors in carrying out the contract and any work orders for additions thereto, all 
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as a condition of any payment by the Village. Any payments made by the Village without 
requiring compliance with this paragraph shall not be construed as a Waiver by the 
Village of the right to require compliance with this paragraph as a condition to later 
payments. 

 
The Contractor shall submit Partial Waivers of Lien from all subcontractors and suppliers 
with each partial payment estimate and Contractor’s Affidavit for subcontractors and 
suppliers with second payment request for the previous payment estimates and then with 
all subsequent payment estimates. The Contractor shall furnish with his final application 
for payment a complete release of all liens arising out of this contract, or receipts in full 
in lieu thereof and an affidavit that the releases and receipts include all labor and material 
for which a lien could be filed. 

 
 

DEBRIS REMOVAL 
 

Materials resulting from the removal of asphalt surfaces, pavement patching, etc. shall 
be removed at the end of each day to an approved site. In the judgment of the Village, 
should it be necessary to remove such materials, the Village will have the material 
removed and the Contractor shall have the dollar amount reduced from the next pay 
estimate. 

 
 

PROTECTION AND RESTORATION OF PROPERTY 
 

The Contractor shall take all necessary precautions for the protection of public and 
private property. The Contractor is responsible for the damage or destruction of property 
resulting from neglect, misconduct, or omission in his/her manner of method of execution 
or non-execution of the work or caused by defective work, or the use of unsatisfactory 
materials or equipment, and such responsibility shall not be released until the work has 
been completed and accepted and the requirements of these specifications complied 
with. 

 
Whenever public or private property is so damaged or destroyed, the Contractor shall, at 
his/her expense, restore such property to a condition equal to that which existed prior to 
such damage or injury by repairing, rebuilding, or replacing it as may be directed, or 
he/she shall otherwise make good such damage or destruction in an acceptable manner. 
If he/she fails to do so, the Village will withhold any payouts toward completed work until 
arrangements are made to correct any damage as described above. 
 
All damage to lawns shall be restored with topsoil and seeding. All lawn restoration 
shall be considered incidental. To minimize damage to lawns, Contractor shall 
utilize Duramats or other means (protective pads) to buffer equipment traveling 
across private property. Any equipment required for construction work located on 
lawns must be rubber-tired or rubber-tracked vehicles only. 
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CLEAN CONSTRUCTION AND DEMOLITION DEBRIS 
 

In addition to the requirements of Section 107.01 of the Standard Specifications, the 
Contractor shall be responsible for the proper removal and disposal of excavated 
materials from the project site. The Contractor will meet all requirements set forth by the 
IEPA and Public Act 96-1416 for Clean Construction and Demolition Debris which may 
include, but not limited to, field and laboratory analyses, certification from a licensed 
Professional Engineer, dumping fees and documentation. This work shall not be paid for 
separately but will be included in the cost of the contract. No additional compensation 
will be allowed. 

 
 

DATE OF MANUFACTURE 
 

All manufactured materials furnished under this contract, including, but not limited 
to, pipe, drainage and utility structures, castings, fire hydrants, valves, stops, and 
fittings, shall have been manufactured no earlier than one (1) year before the date 
of installation. 

 
 

TRAFFIC CONTROL AND PROTECTION 
 

The Contractor shall maintain all existing traffic control devices provided by the Village 
and shall furnish any other signs, barricades, flaggers and other traffic control devices as 
may be necessary for the purpose of regulating, warning or guiding traffic. Placement 
and maintenance of all traffic control devices shall be in accordance with the applicable 
parts of Section 701 of the Standard Specifications, the Illinois Manual on Uniform Traffic 
Control Devices for Streets and Highways and the Highway Standard contained herein. 

 
 

Special attention is called to Article 107.09 and Section 701 of the Standard 
Specifications and the following Highways Standard and Special Provisions contained 
herein relating to traffic control.  

 
    Standards 

701001, 701006, 701201, 701901 
 

Special Provisions 
Construction and Maintenance Signs (LR 702) 
Work Zone Traffic Control Devices (BDE 80427)  
Work Zone Traffic Control Surveillance (LRS#3) 
Flaggers in Work Zones (LRS#4) 

 
 
The Contractor shall contact the Village of Oswego, at least 72 hours in advance of 
beginning work. Construction operations shall be conducted in a manner such that 
access to abutting property shall be maintained. 

 
Basis of Payment:  This work will be paid for at the Lump Sum contract unit price for TRAFFIC  
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CONTROL AND PROTECTION, (SPECIAL).   
 
 

SEEDING, CLASS 1A 
 

This work shall be performed on the disturbed watermain trench area as shown on the 
plans and as directed by the Engineer after the watermain construction has been 
completed.  The width of disturbance for the 4’ watermain trench is 5’ for area of seeding. 

 

TOPSOIL EXCAVATION AND PLACEMENT, FERTILZER NUTRIENTS, 
AGRICULTURAL GROUND LIMESTONE, and EROSION CONTROL BLANKET will be 
paid for separately. 

 
This work shall be done in accordance with the applicable portions of Section 250 and 
251 of the Standard Specifications.  

 
This work will be paid for at the contract unit price per ACRE for SEEDING, CLASS 1A 
which price shall include all labor, material, and equipment as specified above. 

 
Payment for this item shall not be made until the seed has germinated, and a 
substantial growth of a 2" grass strand has been established. 

  
 

CLASS D PATCHES 
 

This work shall be performed in accordance with Section 442 of the Standard 
Specifications with the following noted in Article 442.02 Note 2:  In addition to the binder 
placed for the Class D Patch, there shall be 2” of HMA surface placed as part of the 
patch.  Please refer to the HMA Table on Sheet 2 of the Contract Plans for the HMA 
requirements for the Class D Patch, Type II, Class D Patch, Type III and Class D Patch, 
Type IV. 

 
 

WATER MAIN REMOVAL 
 
The existing water mains that have been abandoned shall be removed only at locations where 
they interfere with construction and all open ends shall be sealed.  The location for removal shall 
be as approved by the Engineer. 

 
All salvageable material shall become the property of the Contractor. 

 
All trenches required for the water main removal that fall under any proposed pavement shall be 
filled with trench backfill material meeting the requirements of Article 1003.04 of the Standard 
Specifications. 

 
This work shall be paid for at the contract unit price per lineal foot (meter) for WATER MAIN 
REMOVAL, which price shall include the water main removal and disposal, placement of the 
trench backfill material, and all other incidental items required to complete the work and no 
additional compensation will be allowed. 



  Village of Oswego 
  Wolfs Crossing Road 
  Watermain 
  Kendall County 

 

 -7- 

TRENCH BACKFILL (SPECIAL) 
 

Description.  This work shall be in accordance with applicable portions of Section 208 of the 
Standard Specifications and the Village of Oswego plan detail except as modified herein. 

 
Add the following to Article 208.01 of the Standard Specifications: 

 
Trench Backfill in Paved Areas: This shall apply to excavation in any area which has, or which is 
proposed to have a permanent type of street, sidewalk, curb and gutter, bituminous paved parking 
lot, or is within 2 feet of a paved surface.   

 
Use of native soil for backfill shall be incidental to the cost of the water main installation and no 
separate payment shall be made. Use of native soils for backfill that has been transported between 
different locations on this project shall be incidental to the cost of the water main installation unless 
otherwise approved in advance by the Engineer. 

 
Materials.  Add the following to Article 208.02 of the Standard Specifications: 

 
Water Main 
Bedding (4” below bottom of pipe) – Coarse Aggregate 
Trench backfill (bottom of pipe to 4” above top of pipe) – Fine Aggregate  
 
Sanitary Sewer 
Bedding (4” below bottom of pipe) – Coarse Aggregate 
Trench backfill (bottom of pipe to 12” above top of pipe) – Fine Aggregate  

 
Fine aggregate shall meet the requirements of Article 1003.4 of the Standard Specifications. 

 
Coarse aggregate shall be crushed gravel or crushed stone gradation CA-7.  

 
Method of Measurement.  This work shall be measured in cubic yards of Trench Backfill (Special) 
and in accordance with Article 208.03 (b). 

 
Basis of Payment. This work shall be paid for at the contract unit price per cubic yard for TRENCH 
BACKFILL (SPECIAL). 
 
 
DUCTILE IRON WATERMAIN 

 
Description:   This work shall be in accordance with the Standard Specifications Section 561 
and these Special Provisions and shall consist of furnishing all labor, materials and equipment 
necessary to install ductile iron water main, of the size specified to the alignment, grade and 
locations shown on the Drawings.  Excavation of the watermain trench and surplus soil removal 
is included. 
  
All fittings which deflect the flow 11-1/4 degrees or greater shall be provided with pipe joints on 
both sides of the fitting that are restrained joint. Joint deflection shall be limited to the 
manufacturer’s maximum allowable deflection.  
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Polyethylene encasement shall be wrapped and taped around all ductile iron pipe and fittings, 
valves in valve boxes (if any), fire hydrants and auxiliary valves and boxes (if any). All material 
shall be manufactured in the United States.  

 
Materials: All watermains shall be cement lined ductile iron pipe, class 52 conforming to AWWA 
C-151 with push-on or mechanical joints and shall be encased in polyethylene film in 
accordance with AWWA C-105-82 (Griffin, Clow, US Pipe). Fittings shall be cement  
lined, tar coated cast iron with mechanical joints rated 250 psi per AWWA C110/ANSI 21.20.   
All materials shall be made in the United States. 

 
General Requirements: This work shall be completed in accordance with the requirements of 
the Village of Oswego and the Standard Specifications for Water & Sewer Construction in 
Illinois, latest Edition.  The Contractor shall furnish and install ductile iron restrained joint type 
water main fittings at all bends, with restraints extended along straight pipe as required for 
particular bends. All necessary joint restraint methods and fittings not identified for separate 
payment elsewhere shall be incidental to the water main and will not be paid for separately. 

 
Testing and Disinfection: Conduct pressure test and leakage test; disinfect new water main; 
flush main; and after acceptance for use, put water main into service (while existing main 
continues to function). When connecting new service valves to existing service lines, short 
sections of pipe less than 20 feet, shall be swabbed with disinfectant prior to installation, and 
flushed per Village of Oswego requirements.  Oswego must witness these tests and 
connections and requires a minimum of 24 hours advance notice. 
 
Pressure Tests: All piping shall be subject to pressure tests as specified herein. After the pipe 
has been laid and partially backfilled, the pipe shall be subjected to a hydrostatic pressure equal 
to 150 psi at the lowest elevation of the pipe section. The duration of each pressure test shall be 
for a period of two hours, and the pressure shall not drop more than 5 psi over this duration. The 
basic provisions of AWWA C-600 and C-603 shall apply. 

 
Method of Measurement:  This work will be measured for payment in feet. 

 
Basis of Payment:  This work will be paid for at the contract unit price per foot for DUCTILE IRON 
WATERMAIN, of the size specified. The cost of the polyethlene encasement and earth 
excavation, including surplus soil removal, shall be included in the unit cost of the water main.  
Trench backfill will be paid for separately. 
 
 
FIRE HYDRANT W AUX VALVE AND VALVE BOX 

 
Description.  This section includes requirements for supplying materials for and the installation of 
fire hydrants, with auxiliary valve and valve box, as shown on the drawings and specified here. The 
work shall be constructed in accordance with the applicable sections of the “Standard 
Specifications for Water and Sewer Main Construction in Illinois" latest edition and the Village of 
Oswego’s “Subdivision and Development Control Regulations”. 

 
Materials.  Fire hydrants shall meet AWWA C-502 and shall be “Waterous Pacer WB-67-250” or 
Clow Medallion type with a 5-1/4 inch valve opening, two 2-1/2 inch hose nozzles and one pumper 
nozzle. Threads shall conform to Nation Standard Specifications. Construction shall conform to that 



  Village of Oswego 
  Wolfs Crossing Road 
  Watermain 
  Kendall County 

 

 -9- 

indicated on the fire hydrant detail. Each hydrant shall be equipped with an auxiliary gate valve 
complete with roadway box from A.Y. McDonald and valve box stabilizer. Hydrants shall be installed 
no closer than 2’ or further than 6’ from the back of curb. No hydrants shall be installed within 48” of 
an obstruction nor shall any obstruction be placed within 48 inches of the hydrant. The manufacturer 
shall paint the hydrants red. Hydrants shall be installed with a valve box brace as supplied by BLR 
Enterprises Inc. or with a trench adapter as supplied by American Flow Control. 

 
Method of Measurement.  This work will be measured for payment in units of each and will include 
all pieces of the fire hydrant assembly.  

 
Basis of Payment. This work shall be paid for at the contract unit price per each for FIRE HYDRANT 
WITH AUXILIARY VALVE AND VALVE BOX. 

 
 

WATER SERVICE CONNECTION 2” 
 

Description: This work shall consist of connecting water service lines to the new main complete 
in place, corporation stops; water service tubing; curb stops, and service boxes in accordance 
with the detail. Water service connections shall consist of water service pipe complete in place by 
open cut installation for near side services and auguring/moling (trenchless) methods for long 
side services. This work also includes all required fittings or adaptors necessary to connect to 
existing service lines, and backfilling with and compacting of trench backfill material. Service lines 
shall be flushed until water runs clear or minimum 20 seconds. The contractor shall hire a licensed 
plumber to connect the homeowner’s water service to the new curb stop. The work shall be 
constructed in accordance with the applicable sections of the “Standard Specifications for Water 
and Sewer Main Construction in Illinois" latest edition and the Village of Oswego’s “Subdivision 
and Development Control Regulations”. 

 
The existing water main shall be uncovered and exposed to allow for confirmation of the existing 
pipe size in advance of making the connection. 

 
Sufficient length of main shall be exposed to allow for the construction.  The main shall be 
supported to properly carry its own weight plus the weight of the connection.  The contractor shall 
be liable for any costs incurred in repairing any water main break that may occur within ten (10) 
feet of the connection for a period of one year after installation. 

 
Pressure Connections: Connections to the existing water system shall be accomplished under full 
water service pressure.  A pressure tap, using a two-piece stainless steel bolted tapping sleeve 
with mechanical joints, Clow F-5205, a tapping valve with fully ported gate valves complying with 
AWWA C500, and pressure connection pre-cast vault shall be provided at the point of connection 
to the existing system. There shall be a minimum of two (2) foot between a pressure tap and any 
pipe joint and a minimum of five (5) feet from any other tap. 

 
Method of Measurement:  Work under this item will be measured per each as determined by the 
Engineer. 

 
Basis of Payment: This work will be paid for at the contract unit price each for WATER SERVICE 
CONNECTION 2”. The prices of this item will include fittings, gaskets, and the provision and 
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proper installation of all gland nuts and bolts, valve vault and all other work required to complete 
the pressure connection. A pressure connection vault shall be used on all pressure connections.   
 
 
WATER VALVES 

 
Description:   This work shall consist of the furnishing and installation of valves at locations as 
shown on the plans and as directed by the Engineer. The work shall be constructed in accordance 
with the applicable sections of the “Standard Specifications for Water and Sewer Main 
Construction in Illinois" latest edition and the Village of Oswego’s “Subdivision and Development 
Control Regulations”. 

 
All valves shall be “American Flow Control” type gate valves and housed in a precast 
concrete vault of the appropriate size.  

 
Method of Measurement:  This work will be measured for payment per each. 

 
Basis of Payment:  This work will be paid for at the contract unit price per EACH for WATER 
VALVES, of the size specified.   

 
 

WATERMAIN FITTINGS 
 

Description.  Work under this item shall be performed in accordance with section 561 of the Standard 
Specifications and Section 41 of the Standard Specifications for Water and Sewer Construction in 
Illinois, and includes, but is not limited to, furnishing all labor, equipment, fittings, and materials 
necessary for the installation of additional Mechanical Joint fittings, complete, when ordered by the 
Engineer, and includes the following: 

 
1. Fittings required for the installation of the work not covered under any other bid items. 
2. Thrust restraints as required. 
3. Related excavation, bedding, backfill, and restoration will be paid for under the appropriate bid 

items. 
4. All work to be performed in making joints involved with the installation of additional fittings must 

be performed by a plumber, licensed in the City or State of Illinois.  The work shall include but 
not be limited to the installation of gaskets, connection of pipe and fittings, and the tightening of 
gland nuts and bolts. 

 
Materials.  The Contractor shall provide a manufacturer’s written certification that the materials used 
comply with the specifications. 

 
Method of Measurement.  Work under this item will be measured as the weight, in pounds, of 
WATERMAIN FITTINGS that are installed (as specified by the manufacturer, not including water, 
gland, gaskets, and nuts and bolts), as determined by the Engineer. 

 
Basis of Payment. This work shall be paid for at the Contract unit price per POUND for WATERMAIN 
FITTINGS actually installed only upon the completion of the Contract. Credit shall be given to the 
Village of Oswego for fittings specified but not used. Adjustments for this credit will be made upon 
completion of the Contract. 
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CONNECTION TO EXISTING WATER MAIN  
 

Description. This work shall consist of making connection to existing watermain at the locations 
shown on the plans. The work shall be in accordance with the Standard Specifications Section 
561 and these Special Provisions and shall consist of furnishing all labor, materials and equipment 
necessary to install ductile iron water main and fittings to make the connections of the size 
specified to the alignment, grade and locations shown on the Plans.  

 
All fittings which deflect the flow 11-1/4 degrees or greater shall be provided with pipe joints on 
both sides of fitting that are restrained joint. Joint deflection shall be limited to the manufacturer’s 
maximum allowable deflection.  

 
Polyethylene encasement shall be wrapped and taped around all ductile iron pipe and fittings. 

 
Materials.  Water main shall be ductile iron, class 52, bituminous seal coated pipe and cement 
mortar lining per AWWA C104/ANSI 21.4 (Griffin, Clow, US Pipe or approved equal), with 
mechanical or rubber gasket push-on restrained joints per ANSI A21.11 (AWWA C111 and 
AWWA C600). All pipe and fitting gaskets shall be fluorocarbon or buna-nitrile material gaskets. 
The polyethylene material shall be Class C (blue in color) in conformance with the requirements 
of ANSI A21.5 and AWWA C-105. The minimum nominal thickness shall be 8 mils (0.008 inches). 
All materials shall be made in the United States. 

 
General Requirements. This work shall include all excavation and disposal of materials; 
dewatering of excavation; bedding; and coordinating shut-down of existing watermain with the 
Village of Franklin Park, who will close existing valves as needed to allow for the connections. 
This work shall be completed in accordance with the requirements of the Village of Oswego and 
the Standard Specifications for Water & Sewer Construction in Illinois, 7th Edition.  The Contractor 
shall furnish and install ductile iron restrained joint type water main fittings at all bends, with 
restraints extended along straight pipe as required for particular bends. All necessary joint 
restraint methods and fittings shall be incidental to the water main and will not be paid for 
separately.  
 
Any linestops required for the shutdown of the existing water main to make this connection, as 
well as all labor, excavation, and additional materials, shall be incidental to the connection and 
will not be paid for separately.  

 
Pressure-testing and chlorination shall be as required by the Village of Oswego and performed 
as indicated under Ductile Iron Watermain, 12”. 

 
Method of Measurement. This work will be measured for payment in units of each. All fittings 
needed for reconnection to the existing water main shall be incidental to this item.   

 
Basis of Payment.  This work will be paid for at the contract unit price per each for CONNECTION 
TO EXISTING WATER MAIN, of the size specified in the plans. 
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STEEL CASING 
 

Description:  This work shall consist of all labor, equipment and materials necessary to construct 
casing pipes at locations and sizes shown on the plans. The work shall include excavation, 
dewatering, shoring, bracing, non-granular backfill, surplus soil removal and disposal. Additional 
backfill material required to bring the excavated pits to existing grade is considered incidental to 
this pay item. 

 
Construction Requirements:  The nearest edge of all boring or jacking pits shall be located a 
minimum of 30 feet from the edge of pavement on fully access controlled highways and at a 
minimum distance of 10 feet plus the depth of the pit without shoring on conventional highways. 
If sheeting or shoring is used, the pits shall be located a minimum of 10 feet from the edge of 
pavement on conventional highways. The shoring shall be installed immediately during 
excavation of the pit, and it shall be designed, erected, supported, braced, and maintained so that 
it will safely support all vertical and lateral loads that may be imposed upon it during the boring or 
jacking operation. Design calculations and construction details, signed and sealed by an Illinois 
Professional Structural Engineer, must be submitted by the Contractor and approved by the 
Engineer prior to use.   

 
Pits for boring or jacking shall be excavated no more than 48 hours in advance of boring or jacking 
operations and backfilled within 48 hours after boring or jacking operations are completed. While 
pits are open, they shall be clearly marked and enclosed by temporary snow fencing or other 
method approved by the Engineer. Upon completion of the boring or jacking operations the pits 
shall be backfilled and brought up to match the surrounding grade. Backfill materials shall be 
deposited in uniform lifts not exceeding 12-inches in depth and each lift shall be mechanically 
compacted to the satisfaction of the Engineer. 

 
Borings shall be accomplished with an auger and following pipe (casing pipe). The diameter of 
the auger shall not exceed the outside diameter of the casing pipe by more than 1 inch.  

 
When the proposed installation is made by boring, care must be taken to make the bore in a 
straight line and of uniform diameter. If an obstruction is encountered, the operation shall be 
suspended at once and the Contractor shall attempt to remove the obstruction. If the obstruction 
cannot be removed then a new bore and jack attempt shall be made at a different location and 
the pipe casing shall not be retrieved but shall be completely backfilled and sealed. 

 
If, as a result of a boring operation, excessive voids or too large a bore hole is produced, pressure 
grouting should be applied through fittings installed in the casing pipe wall. The pressure grouting 
shall fill all excessive voids on the outside of the casing pipe. The grout mixture shall consist of a 
clean, dry concrete mix, composed of one part Portland Cement and ten parts sand by volume, 
or other mix approved by the Engineer. 

 
Suitable lubricants, if required, may be used to decrease the frictional resistance on the exterior 
surface of the pipe being jacked. 

 
Care shall be taken in arranging the jacking equipment and struts to ensure that thrust is applied 
parallel with the center line of the pipe or as approved by the Engineer. A jacking head or collar 
shall be used to apply pressure from the jack to the pipe. Pressure applied with the metal of the 
jack in direct contact with concrete pipe will not be permitted. 
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The steel casing pipe shall conform with the "Standard Specifications for Water and Sewer Main 
Construction in Illinois," Sixth Edition, except as modified herein. The steel casing pipe shall be 
installed by methods approved by the Engineer. The steel casing pipe shall have a minimum wall 
thickness of 0.500 inches, have a minimum 30 mil thickness bituminous coating inside and out, 
and shall be of leak proof construction. The steel casing pipe shall have a minimum yield strength 
of 35,000 psi and shall meet the requirements of ASTM A139, Grade B. Ring deflection shall not 
exceed 2% of the nominal diameter. The steel casing pipe shall be delivered to the jobsite with 
beveled ends to facilitate field welding, and all joints shall be continuous field-welded butt joints 
per AWWA C206. Shop drawings and weld design, and welder certificates, shall be provided to 
the Engineer for approval  

 
Manufactured non-metallic or non-corrosive casing spacers shall be used to support the pipe in 
the casing and shall be installed per manufacturer's recommendations. Casing Spacers must 
provide electrical transmission insulation between the casing pipe and water main pipe. A 
minimum of two supports shall be used per joint of pipe for lengths up to 12.5 feet, and a minimum 
of three supports shall be used per joint for lengths greater than 12.5 feet. The voids in the casing 
pipe will not be filled with pea gravel, grout or any other material. Casing ends shall be sealed 
with a minimum 12-inch thick non-shrink grout cap.  

 
Method of Measurement: This work will be measured in feet as measured from end of casing pipe 
to end of casing pipe. 

 
Basis of Payment: This work shall be paid at the contract unit price per foot for STEEL CASING 
PIPE, of the diameter specified.  

 
Watermain placed in the casing pipe shall be paid for separately. 
 
 
CAP EXISTING WATER MAIN 

 
Description.  This work shall include the capping of proposed water mains to avoid leaking for 
future connections as shown on the plans or as directed by the Engineer.  

 
Construction Requirements.   This item shall be placed in accordance with Section 561 and 
Section 563 of the Standard Specifications for Road and Bridge Construction and latest 
Standard Specifications for Water and Sewer Main Construction in Illinois. 

 
All caps provided for this contract shall be mechanical joint caps.  

 
Method of Measurement.   This work will be measured for payment in each. 

 
Basis of Payment.  This work will be paid for at the Contract unit price per each for CAP 
EXISITNG WATER MAIN. This shall include the MJ cap, any additional excavation, and the 
capping of the proposed water main; thrust blocking if needed. 
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REMOVE FIRE HYDRANT AND VALVE ASSEMBLY 
 
Description.  This work shall include the removal of existing fire hydrant and valve assemblies 
as shown on the plans or as directed by the Engineer.  

 
Construction Requirements.   Removal of existing fire hydrants will include disconnecting and 
plugging existing water main piping at a location to be determined in the field as directed by the 
engineer. Existing auxiliary gate valves shall be abandoned in place with valve box risers filled 
with concrete and abandoned as directed. Existing fire hydrants and related appurtenances 
shall be removed and turned over to the owner. The process of disconnecting and plugging will 
always require coordination with the Village and the Engineer. 
 
Method of Measurement.   This work will be measured for payment in each. 

 
Basis of Payment.  This work will be paid for at the Contract unit price per each for REMOVE 
FIRE HYDRANT AND VALVE ASSEMBLY.  

 
 

REMOVE EXISTING VALVE AND VAULT 
 

Description.  Work under this item includes, but is not limited to, furnishing all labor, tools, 
equipment, and material necessary for complete removal of existing valve and vault after an 
existing water main or hydrant has been abandoned or removed. 

 
Construction Requirements.  This work includes the following. 
a. Excavating (including saw cutting) to neat lines, removal of spoil, removal of ground water. 
b. Cutting and removal of existing pipe. 
c. Removal of existing valve and vault. 
d. Backfill and compacting of space formerly occupied by the existing vault. 
e. Capping or plugging of abandoned pipe to remain with: 

i. A wooden plug 
ii. Concrete plug, up to 12-inches (300 mm) into the pipe 
iii. Mechanical joint plug or cap 

f. Concrete thrust block. 
g. Removal of the tee and replacement with straight pipe and sleeves, as directed by the 

Village Engineer, on existing water main to remain in service. 
h. Transportation of the valve, associated assemblies and parts to the Village 

 
Method of Measurement.  This work will be measured for payment per each existing valve in 
vault removed. 

 
Basis of Payment.  This work will be paid for at the contract unit price per each for REMOVE 
EXISTING VALVE AND VAULT.  

 
 

SANITARY SEWER CONNECTION 
 

Description. This work shall consist of connecting a proposed sanitary sewer service to an 
existing sanitary sewer as directed by the Engineer and in accordance with the Water and 
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Sewer Specifications. The contractor shall expose, cut and remove a portion of the existing 
sanitary main to facilitate connecting the service to the main with a new PVC tee or wye, as 
directed by the Engineer. The tee/wye shall be connected to the existing sewer using non-shear 
couplings and shear rings and clamps to fasten the inserted fitting. Follow manufacturer’s 
recommendations for the installation.  Cement joints are prohibited.  All materials required to 
install the new tee or wye, including non-shear couplings, pipe bedding, backfill (including trench 
backfill) and other materials shall be included in the cost of the proposed sewer service 
connection. All sanitary service pipe shall be paid for separately.  
 
Method of Measurement. This work will be measured for payment, in place, in units of EACH 

connection installed as specified herein regardless of pipe diameter and connection method.  

Basis of Payment. This work will be paid for at the contract unit price per EACH for SANITARY 

SEWER CONNECTION. 

 
SANITARY SEWER, SPECIAL 
 
Description. This work consists of the installation of 6” Sanitary Sewer at the location shown on 
the plans. The Sanitary Sewer shall be constructed with Polyvinyl Chloride (PVC) pipe and 
fittings conforming to ASTM D3034, and elastomeric gasket joints per ASTM D3212 and 
complying with F-477. Installation shall be in accordance with applicable information from 
Standard Specifications, the Standard Specifications for Water and Sewer Main Construction in 
Illinois, latest edition, and the Village of Oswego Subdivision and Development Control 
Regulations. All sanitary sewer construction shall comply with the rules and regulations of the 
Fox Metro Water Reclamation District.  
 
Materials. PVC pipe thickness shall be SDR 26 for bury depths less than twenty feet (20’). PVC 
piping shall be protected from sunlight and either covered or stored indoors.  
 
Construction. Excavation and backfill for Sanitary Sewer shall conform to the provisions of 
Sections 20 of the Standard Specifications for Water & Sewer Main Construction in Illinois. 
Bedding class shall be Type II. Minimum burial cover shall be 42”. Earthen backfill shall be 
compacted in lifts not exceeding 2 feet (loose measure) to a minimum 85% modified proctor 
density (ASTM D-1551). (Not including topsoil placement) When water is encountered in the 
trench, it shall be removed during pipe laying and jointing operations. Provisions shall be made 
to prevent floating of the pipe. Dewatering, if required, shall be considered included in the cost 
to the Contract. The Contractor shall furnish to the Engineer the required documentation, test 
results, etc., required by the IEPA for placing the sanitary sewer. This work will not be paid for 
separately and shall be considered included in the cost of SANITARY SEWER.  
 
Method of Measurement. This work shall be measured per lineal foot of SANITARY SEWER, 
SPECIAL, 6” in diameter, for pipe bury depths twenty feet (20’) and less. 
 
Basis of Payment. This work will be paid for at the contract unit price per linear foot for 
SANITARY SEWER, of the size specified, and per linear foot for SANITARY SEWER, 
SPECIAL. The price shall include all labor, tools, equipment and material including PVC pipe of 
size and class specified, excavation, backfilling, and disposal of waste excavated material, any 
necessary adapters and all other material necessary to complete the work as specified. 
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State of Illinois 
Department of Transportation 

Bureau of Local Roads and Streets 
 

SPECIAL PROVISION 
FOR 

INSURANCE 
 

Effective:  February 1, 2007 
Revised: August 1, 2007 

 
 

All references to Sections or Articles in this specification shall be construed to mean specific 
Section or Article of the Standard Specifications for Road and Bridge Construction, adopted by 
the Department of Transportation. 

 
The Contractor shall name the following entities as additional insured under the Contractor’s 

general liability insurance policy in accordance with Article 107.27: 

 

Village of Oswego  

         Alfred Benesch & Co. 

 
 

 
 

 
 

 
 

 

The entities listed above and their officers, employees, and agents shall be indemnified and 
held harmless in accordance with Article 107.26. 



   
 

  

 
 
 

State of Illinois 
Department of Transportation 

Bureau of Local Roads and Streets 

SPECIAL PROVISION 
FOR 

CONSTRUCTION AND MAINTENANCE SIGNS 

 
Effective: January 1, 2004 

Revised: June 1, 2007 

LR 702 
Page 1 of 1 

 

 
All references to Sections or Articles in this specification shall be construed to mean a specific 
Section or Article of the Standard Specifications for Road and Bridge Construction, adopted by 
the Department of Transportation. 

 
701.14. Signs. Add the following paragraph to Article 701.14: 

All warning signs shall have minimum dimensions of 1200 mm x 1200 mm (48" x 48") and 
have a black legend on a fluorescent orange reflectorized background, meeting, as a 
minimum, Type AP reflectivity requirements of Table 1091-2 in Article 1091.02.



BDE SPECIAL PROVISIONS 
For the January 17 and March 7, 2025 Lettings 

 
The following special provisions indicated by a “check mark” are applicable to this contract and will be included by the Project 
Coordination and Implementation Section of the Bureau of Design & Environment (BDE).   
 
File Name #  Special Provision Title Effective Revised         
 80099 1  Accessible Pedestrian Signals (APS) April 1, 2003 Jan. 1, 2022 
 80274 2  Aggregate Subgrade Improvement April 1, 2012 April 1, 2022 
 80192 3  Automated Flagger Assistance Devices Jan. 1, 2008 April 1, 2023 
 80173 4  Bituminous Materials Cost Adjustments Nov. 2, 2006 Aug. 1, 2017 
 80426 5  Bituminous Surface Treatment with Fog Seal Jan. 1, 2020 Jan. 1, 2022 
* 80241 6  Bridge Demolition Debris July 1, 2009 
* 5053I 7  Building Removal Sept. 1, 1990 Aug. 1, 2022 
* 5026I 8  Building Removal with Asbestos Abatement Sept. 1, 1990 Aug. 1, 2022 
 80460 9  Cement, Finely Divided Minerals, Admixtures, Concrete, and Mortar Jan. 1, 2025  
 80384 10  Compensable Delay Costs June 2, 2017 April 1, 2019 
* 80198 11  Completion Date (via calendar days) April 1, 2008 
* 80199 12  Completion Date (via calendar days) Plus Working Days April 1, 2008 
 80461 13  Concrete Barrier Jan. 1, 2025 
 80453 14  Concrete Sealer Nov. 1, 2023  
 80261 15  Construction Air Quality – Diesel Retrofit June 1, 2010 Jan. 1, 2025 
* 80029 16  Disadvantaged Business Enterprise Participation Sept. 1, 2000 Mar. 2, 2019 
 80229 17  Fuel Cost Adjustment April 1, 2009 Aug. 1, 2017 
 80452 18  Full Lane Sealant Waterproofing System Nov. 1, 2023  
 80447 19  Grading and Shaping Ditches Jan. 1, 2023 
 80433 20  Green Preformed Thermoplastic Pavement Markings Jan. 1, 2021 Jan. 1, 2022 
 80456 21  Hot-Mix Asphalt Jan. 1, 2024 Jan. 1, 2025 
 80446 22  Hot-Mix Asphalt - Longitudinal Joint Sealant Nov. 1, 2022 Aug. 1, 2023 
 80438 23  Illinois Works Apprenticeship Initiative – State Funded Contracts June 2, 2021 April 2, 2024 
 80450 24  Mechanically Stabilized Earth Retaining Walls Aug. 1, 2023 
 80441 25  Performance Graded Asphalt Binder Jan. 1, 2023 
 80459 26  Preformed Plastic Pavement Marking June 2, 2024 
* 3426I 27  Railroad Protective Liability Insurance Dec. 1, 1986 Jan. 1, 2022 
 80455 28  Removal and Disposal of Regulated Substances Jan. 1, 2024 April 1, 2024 
 80445 29  Seeding Nov. 1, 2022 
 80457 30  Short Term and Temporary Pavement Markings April 1, 2024 April 2, 2024 
 80462 31  Sign Panels and Appurtenances Jan. 1, 2025 
 80448 32  Source of Supply and Quality Requirements Jan. 2, 2023 
 80340 33  Speed Display Trailer April 2, 2014 Jan. 1, 2022 
 80127 34  Steel Cost Adjustment April 2, 2004 Jan. 1, 2022 
 80397 35  Subcontractor and DBE Payment Reporting April 2, 2018 
 80391 36  Subcontractor Mobilization Payments Nov. 2, 2017 April 1, 2019 
 80437 37  Submission of Payroll Records April 1, 2021 Nov. 2, 2023 
 80435 38  Surface Testing of Pavements – IRI Jan. 1, 2021 Jan. 1, 2023 
* 20338 39  Training Special Provisions Oct. 15, 1975 Sept. 2, 2021 
 80429 40  Ultra-Thin Bonded Wearing Course April 1, 2020 Jan. 1, 2022 
 80439 41  Vehicle and Equipment Warning Lights Nov. 1, 2021 Nov. 1, 2022 
 80458 42  Waterproofing Membrane System Aug. 1, 2024 
 80302 43  Weekly DBE Trucking Reports June 2, 2012 Nov. 1, 2021 
 80454 44  Wood Sign Support Nov. 1, 2023  
 80427 45  Work Zone Traffic Control Devices Mar. 2, 2020 Jan. 1, 2025 
* 80071 46  Working Days Jan. 1, 2002 

 
Highlighted items indicate a new or revised special provision for the letting. 
 
An * indicates the special provision requires additional information from the designer, which needs to be submitted separately.  
The Project Coordination and Implementation Section will then include the information in the applicable special provision.  



The following special provisions have been deleted from use. 
 
File Name Special Provision Title Effective Revised 

80449 Cement, Type IL Aug. 1, 2023  
80451 Portland Cement Concrete Aug. 1, 2023  

    
 
The following special provisions are in the 2025 Supplemental Specifications and Recurring Special Provisions. 
 
File Name Special Provision Title New Location(s) Effective Revised 

80434 Corrugated Plastic Pipe (Culvert and Storm 
Sewer) 

Articles 542.03, 550.03, 1040.03, 
1040.04(b), 1040.04(d) & 1040.08 

Jan. 1, 2021  

80443 High Tension Cable Median Barrier Removal Section 632 April 1, 2022  
80045 Material Transfer Device Articles 406.03, 406.06(f), 406.13(b), 

406.14 & 1102.02 
Nov 15, 1999 Jan. 1, 2022 

80410 Traffic Spotters Article 701.13 Jan. 1, 2019  
     
     
     
     
     
     
     
     

 
 



 

AGGREGATE SUBGRADE IMPROVEMENT (BDE) 
 
Effective:  April 1, 2012 
Revised:  April 1, 2022 
 
Add the following Section to the Standard Specifications: 
 

“SECTION 303.  AGGREGATE SUBGRADE IMPROVEMENT 
 

303.01 Description.  This work shall consist of constructing an aggregate subgrade 
improvement (ASI). 
 

303.02 Materials.  Materials shall be according to the following. 
 
 Item Article/Section 

(a) Coarse Aggregate  ............................................................................................... 1004.07 
(b) Reclaimed Asphalt Pavement (RAP)  ................................................................... 1031.09 

 
303.03 Equipment.  The vibratory roller shall be according to Article 1101.01, or as approved 

by the Engineer.  Vibratory machines, such as tampers, shall be used in areas where rollers do 
not fit. 
 

303.04 Soil Preparation.  The minimum immediate bearing value (IBV) of the soil below the 
improved subgrade shall be according to the Department’s “Subgrade Stability Manual” for the 
aggregate thickness specified. 
 

303.05 Placing and Compacting.  The maximum nominal lift thickness of aggregate 
gradations CA 2, CA 6, and CA 10 when compacted shall be 9 in. (225 mm).  The maximum 
nominal lift thickness of aggregate gradations CS 1, CS 2, and RR 1 when compacted shall be 
24 in. (600 mm). 
 

The top surface of the aggregate subgrade improvement shall consist of a layer of capping 
aggregate gradations CA 6 or CA 10 that is 3 in. (75 mm) thick after compaction.  Capping 
aggregate will not be required when aggregate subgrade improvement is used as a cubic yard 
pay item for undercut applications. 

 
Each lift of aggregate shall be compacted to the satisfaction of the Engineer.  If the moisture 

content of the material is such that compaction cannot be obtained, sufficient water shall be added 
so that satisfactory compaction can be obtained. 

 
303.06 Finishing and Maintenance.  The aggregate subgrade improvement shall be 

finished to the lines, grades, and cross sections shown on the plans, or as directed by the 
Engineer.  The aggregate subgrade improvement shall be maintained in a smooth and compacted 
condition. 

 



 

303.07 Method of Measurement.  This work will be measured for payment according to 
Article 311.08. 

 
303.08 Basis of Payment.  This work will be paid for at the contract unit price per cubic yard 

(cubic meter) or ton (metric ton) for AGGREGATE SUBGRADE IMPROVEMENT or at the 
contract unit price per square yard (square meter) for AGGREGATE SUBGRADE 
IMPROVEMENT, of the thickness specified.” 
 
Add the following to Section 1004 of the Standard Specifications: 
 

“ 1004.07 Coarse Aggregate for Aggregate Subgrade Improvement (ASI).  The aggregate 
shall be according to Article 1004.01 and the following. 

 
(a) Description.  The coarse aggregate shall be crushed gravel, crushed stone, or crushed 

concrete.  In applications where greater than 24 in. (600 mm) of ASI material is required, 
gravel may be used below the top 12 in (300 mm) of ASI. 

 
(b) Quality.  The coarse aggregate shall consist of sound durable particles reasonably free of 

deleterious materials. 
 
(c) Gradation. 
 

(1) The coarse aggregate gradation for total ASI thickness less than or equal to 12 in. 
(300 mm) shall be CA 2, CA 6, CA 10, or CS 1. 

 
The coarse aggregate gradation for total ASI thickness greater than 12 in. (300 mm) 
shall be CS 1 or CS 2 as shown below or RR 1 according to Article 1005.01(c). 
 

 COARSE AGGREGATE SUBGRADE GRADATIONS 

Grad No. 
Sieve Size and Percent Passing 

8” 6” 4” 2” #4 

CS 1 100 97 ± 3 90 ± 10 45 ± 25 20 ± 20 

CS 2  100 80 ± 10 25 ± 15  

 

 COARSE AGGREGATE SUBGRADE GRADATIONS (Metric) 

Grad No. 
Sieve Size and Percent Passing 

200 mm 150 mm 100 mm 50 mm 4.75 mm 

CS 1 100 97 ± 3 90 ± 10 45 ± 25 20 ± 20 

CS 2  100 80 ± 10 25 ± 15  

 
(2) Capping aggregate shall be gradation CA 6 or CA 10.” 
 

Add the following to Article 1031.09 of the Standard Specifications: 
 

“ (b) RAP in Aggregate Subgrade Improvement (ASI).  RAP in ASI shall be according to 
Articles 1031.01(a), 1031.02(a), 1031.06(a)(1), and 1031.06(a)(2), and the following.   



 

 
(1) The testing requirements of Article 1031.03 shall not apply. 

 
(2) Crushed RAP used for the lower lift may be mechanically blended with aggregate 

gradations CS 1, CS 2, and RR 1 but it shall be no greater than 40 percent of the total 
product volume.  RAP agglomerations shall be no greater than 4 in. (100 mm). 

 
(3) For capping aggregate, well graded RAP having 100 percent passing the 1 1/2 in. 

(38 mm) sieve may be used when aggregate gradations CS 1, CS 2, CA 2, or RR 1 
are used in the lower lift.  FRAP will not be permitted as capping material. 
 

Blending shall be through calibrated interlocked feeders or a calibrated blending plant 
such that the prescribed blending percentage is maintained throughout the blending 
process.  The calibration shall have an accuracy of ± 2.0 percent of the actual quantity of 
material delivered.” 

 
 
80274 



CEMENT, FINELY DIVIDED MINERALS, ADMIXTURES; CONCRETE, AND MORTAR (BDE) 
 
Effective:  January 1, 2025 
 
Revise the first paragraph of Article 285.05 of the Standard Specifications to read: 
 

“ 285.05 Fabric Formed Concrete Revetment Mat.  The grout shall consist of a mixture of 
cement, fine aggregate, and water so proportioned and mixed as to provide a pumpable slurry.  
Fly ash or ground granulated blast furnace (GGBF) slag, and concrete admixtures may be used 
at the option of the Contractor.  The grout shall have an air content of not less than 6.0 percent 
nor more than 9.0 percent of the volume of the grout.  The mix shall obtain a compressive strength 
of 2500 psi (17,000 kPa) at 28 days according to Article 1020.09.” 
 
Revise Article 302.02 of the Standard Specifications to read: 
 

“ 302.02 Materials.  Materials shall be according to the following. 
 
 Item Article/Section 

(a) Cement  ................................................................................................................... 1001 
(b) Water  ...................................................................................................................... 1002 
(c) Hydrated Lime .................................................................................................... 1012.01 
(d) By-Product, Hydrated Lime  ................................................................................ 1012.02 
(e) By-Product, Non-Hydrated Lime  ........................................................................ 1012.03 
(f) Lime Slurry  ......................................................................................................... 1012.04 
(g) Fly Ash  .................................................................................................................... 1010 
(h) Soil for Soil Modification (Note 1)  ....................................................................... 1009.01 
(i) Bituminous Materials (Note 2)  ................................................................................. 1032 

 
Note 1.  This soil requirement only applies when modifying with lime (slurry or dry). 
 
Note 2.  The bituminous materials used for curing shall be emulsified asphalt RS-2, CRS-
2, HFE 90, or HFE 150; rapid curing liquid asphalt RC-70; or medium curing liquid asphalt 
MC-70 or MC-250.” 

 
Revise Article 312.07(c) of the Standard Specifications to read: 
 

“ (c) Cement  .................................................................................................................... 1001” 
 
Add Article 312.07(i) of the Standard Specifications to read: 

 
“ (i) Ground Granulated Blast Furnace (GGBF) Slag  ...................................................... 1010” 

 
Revise the first paragraph of Article 312.09 of the Standard Specifications to read: 
 

“ 312.09 Proportioning and Mix Design.  At least 60 days prior to start of placing CAM II, the 
Contractor shall submit samples of materials to be used in the work for proportioning and testing.  



The mixture shall contain a minimum of 200 lb (120 kg) of cement per cubic yard (cubic meter).  
Cement may be replaced with fly ash or ground granulated blast furnace (GGBF) slag according 
to Article 1020.05(c)(1) or 1020.05(c)(2), respectively, however the minimum cement content in 
the mixture shall be 170 lbs/cu yd (101 kg/cu m).  Blends of coarse and fine aggregates will be 
permitted, provided the volume of fine aggregate does not exceed the volume of coarse 
aggregate.  The Engineer will determine the proportions of materials for the mixture according to 
the “Portland Cement Concrete Level III Technician Course” manual.  However, the Contractor 
may substitute their own mix design.  Article 1020.05(a) shall apply, and a Level III PCC 
Technician shall develop the mix design.” 
 
Revise Article 352.02 of the Standard Specifications to read: 
 

“ 352.02 Materials.  Materials shall be according to the following. 
 

 Item  Article/Section 
(a) Cement (Note 1)  ....................................................................................................... 1001 
(b) Soil for Soil-Cement Base Course  ....................................................................... 1009.03 
(c) Water ........................................................................................................................ 1002 
(d) Bituminous Materials (Note 2)  .................................................................................. 1032 
 

Note 1.  Bulk cement may be used for the traveling mixing plant method if the equipment 
for handling, weighing, and spreading the cement is approved by the Engineer. 

 
Note 2.  The bituminous materials used for curing shall be emulsified asphalt RS-2, CRS-2, 
HFE 90, or HFE 150; rapid curing liquid asphalt RC-70; or medium curing liquid asphalt 
MC-70 or MC-250.” 

 
Revise Article 404.02 of the Standard Specifications to read: 

 
“ 404.02 Materials.  Materials shall be according to the following. 
 

Item Article/Section 
(a) Cement  ..................................................................................................................... 1001 
(b) Water ........................................................................................................................ 1002 
(c) Fine Aggregate  .................................................................................................... 1003.08 
(d) Bituminous Material (Tack Coat)  .......................................................................... 1032.06 
(e) Emulsified Asphalts (Note 1) (Note 2)  .................................................................. 1032.06 
(f) Fiber Modified Joint Sealer  .................................................................................. 1050.05 
(g) Additives (Note 3) 

 
Note 1.  When used for slurry seal, the emulsified asphalt shall be CQS-1h according to 
Article 1032.06(b). 
 
Note 2.  When used for micro-surfacing, the emulsified asphalt shall be CQS-1hP 
according to Article 1032.06(e). 
 



Note 3.  Additives may be added to the emulsion mix or any of the component materials 
to provide the control of the quick-traffic properties.  They shall be included as part of the 
mix design and be compatible with the other components of the mix. 

 
Revise the last sentence of the fourth paragraph of Article 404.08 of the Standard Specifications 
to read: 

 
“When approved by the Engineer, the sealant may be dusted with fine sand, cement, or 

mineral filler to prevent tracking.” 
 

Revise Note 2 of Article 516.02 of the Standard Specifications to read: 
 

“ Note 2.  The sand-cement grout mix shall be according to Section 1020 and shall be a 1:1 
blend of sand and cement comprised of a Type I, IL, or II cement at 185 lb/cu yd 
(110 kg/cu m).  The maximum water cement ratio shall be sufficient to provide a flowable 
mixture with a typical slump of 10 in. (250 mm).” 

 
Revise Note 2 of Article 543.02 of the Standard Specifications to read: 

 
“ Note 2.  The grout mixture shall be 6.50 hundredweight/cu yd (385 kg/cu m) of cement 
plus fine aggregate and water.  Fly ash or ground granulated blast furnace (GGBF) slag 
may replace a maximum of 5.25 hundredweight/cu yd (310 kg/cu m) of the cement.  The 
water/cement ratio, according to Article 1020.06, shall not exceed 0.60.  An air-entraining 
admixture shall be used to produce an air content, according to Article 1020.08, of not less 
than 6.0 percent nor more than 9.0 percent of the volume of the grout.  The Contractor 
shall have the option to use a water-reducing or high range water-reducing admixture.” 

 
Revise Article 583.01 of the Standard Specifications to read: 
 

“ 583.01 Description.  This work shall consist of placing cement mortar along precast, 
prestressed concrete bridge deck beams as required for fairing out any unevenness between 
adjacent deck beams prior to placing of waterproofing membrane and surfacing.” 

 
Revise Article 583.02(a) of the Standard Specifications to read: 

 
“ (a) Cement  .................................................................................................................... 1001” 
 

Revise the first paragraph of Article 583.03 of the Standard Specifications to read: 
 
“ 583.03 General.  This work shall only be performed when the air temperature is 45 °F (7 °C) 

and rising.  The mixture for cement mortar shall consist of three parts sand to one part cement by 
volume.  The amount of water shall be no more than that necessary to produce a workable, plastic 
mortar.” 
 
Revise Note 2/ in Article 1003.01(b) of the Standard Specifications to read: 

. 



“ 2/ Applies only to sand.  Sand exceeding the colorimetric test standard of 11 (Illinois 
Modified AASHTO T 21) will be checked for mortar making properties according to 
Illinois Modified ASTM C 87 and shall develop a compressive strength at the age of 
14 days when using Type I, IL, or II cement of not less than 95 percent of the 
comparable standard. 

 
Revise the second sentence of Article 1003.02(e)(1) of the Standard Specifications to read: 

 
“ The test will be performed with Type I, IL, or II portland cement having a total 
equivalent alkali content (Na2O + 0.658K2O) of 0.90 percent or greater.” 

 
Revise the first sentence of the second paragraph of Article 1003.02(e)(3) of the Standard 
Specifications to read: 
 

“ The ASTM C 1293 test shall be performed with Type I, IL, or II portland cement having 
a total equivalent alkali content (Na2O + 0.658K2O) of 0.80 percent or greater.” 

 
Revise the second sentence of Article 1004.02(g)(1) of the Standard Specifications to read: 

 
“ The test will be performed with Type I, IL, or II portland cement having a total 
equivalent alkali content (Na2O + 0.658K2O) of 0.90 percent or greater.” 

 
Revise Article 1017.01 of the Standard Specifications to read: 
 

“ 1017.01 Requirements.  The mortar shall be high-strength according to ASTM C 387 and 
shall have a minimum 80.0 percent relative dynamic modulus of elasticity when tested by the 
Department according to Illinois Modified AASHTO T 161 or AASHTO T 161 when tested by an 
independent lab.  The high-strength mortar shall have a water-soluble chloride ion content of less 
than 0.40 lb/cu yd (0.24 kg/cu m).  The test shall be performed according to ASTM C 1218, and 
the high-strength mortar shall have an age of 28 to 42 days at the time of test.  The ASTM C 1218 
test shall be performed by an independent lab a minimum of once every five years, and the test 
results shall be provided to the Department.  Mixing of the high-strength mortar shall be according 
to the manufacturer’s specifications.  The Department will maintain a qualified product list.” 
 
Revise the fourth sentence of Article 1018.01 of the Standard Specifications to read: 
 

“ The ASTM C 1218 test shall be performed by an independent lab a minimum of once every 
five years, and the test results shall be provided to the Department.” 

 
Revise Article 1019.02 of the Standard Specifications to read: 
 

“ 1019.02 Materials.  Materials shall be according to the following. 
 

Item Article/Section 
(a) Cement  ..................................................................................................................... 1001 
(b) Water ........................................................................................................................ 1002 



(c) Fine Aggregate for Controlled Low-Strength Material (CLSM) .............................. 1003.06 
(d) Fly Ash  ..................................................................................................................... 1010 
(e) Ground Granulated Blast Furnace (GGBF) Slag ........................................................ 1010 
(f) Admixtures (Note 1) 
 

Note 1.  The air-entraining admixture may be in powder or liquid form.  Prior to approval, 
a CLSM air-entraining admixture will be evaluated by the Department.  The admixture 
shall be able to meet the air content requirements of Mix 2.  The Department will maintain 
a qualified product list.” 

 
Revise Article 1019.05 of the Standard Specifications to read: 
 

“ 1019.05 Department Mix Design.  The Department mix design shall be Mix 1, 2, or 3 and 
shall be proportioned to yield approximately one cubic yard (cubic meter). 

 
Mix 1 

Cement 50 lb (30 kg) 
Fly Ash – Class C or F, and/or GGBF Slag 125 lb (74 kg) 
Fine Aggregate – Saturated Surface Dry 2900 lb (1720 kg) 
Water 50-65 gal (248-322 L) 
Air Content No air is entrained 

 
Mix 2 

Cement 125 lb (74 kg) 
Fine Aggregate – Saturated Surface Dry 2500 lb (1483 kg) 
Water 35-50 gal (173-248 L) 
Air Content 15-25 % 

 
Mix 3 

Cement 40 lb (24 kg) 
Fly Ash – Class C or F, and/or GGBF Slag 125 lb (74 kg) 
Fine Aggregate – Saturated Surface Dry 2500 lb (1483 kg) 
Water 35-50 gal (179-248 L) 
Air Content 15-25 %” 

 
Revise Article 1020.04, Table 1, Note (8) of the Standard Specifications to read: 
 

“ (8) In addition to the Type III portland cement, 100 lb/cu yd of ground granulated 
blast-furnace slag and 50 lb/cu yd of microsilica (silica fume) shall be used.  For 
an air temperature greater than 85 ºF, the Type III portland cement may be 
replaced with Type I, IL, or II portland cement.” 

 
Revise Article 1020.04, Table 1 (Metric), Note (8) of the Standard Specifications to read: 
 



“ (8) In addition to the Type III portland cement, 60 kg/cu m of ground granulated blast-
furnace slag and 30 kg/cu m of microsilica (silica fume) shall be used.  For an air 
temperature greater than 30 ºC, the Type III portland cement may be replaced 
with Type I, IL, or II portland cement.” 

 
Revise the second paragraph of Article 1020.05(a) of the Standard Specifications to read: 
 

“ For a mix design using a portland-pozzolan cement, portland blast-furnace slag cement, 
portland-limestone cement, or replacing portland cement with finely divided minerals per 
Articles 1020.05(c) and 1020.05(d), the Contractor may submit a mix design with a 
minimum portland cement content less than 400 lbs/cu yd (237 kg/cu m), but not less than 
375 lbs/cu yd (222 kg/cu m), if the mix design is shown to have a minimum relative 
dynamic modulus of elasticity of 80 percent determined according to AASHTO T 161.  
Testing shall be performed by an independent laboratory accredited by AASHTO 
re:source for Portland Cement Concrete.” 

 
Revise the first sentence of the first paragraph of Article 1020.05(b) of the Standard Specifications 
to read: 
 

“ Corrosion inhibitors and concrete admixtures shall be according to the qualified product 
lists.” 

 
Delete the fourth and fifth sentences of the second paragraph of Article 1020.05(b) of the Standard 
Specifications. 
 
Revise the third sentence of the second paragraph of Article 1020.05(b)(5) of the Standard 
Specifications to read: 
 

“ The qualified product lists of concrete admixtures shall not apply.” 
 
Revise second paragraph of Article 1020.05(b)(10) of the Standard Specifications to read: 
 

“ When calcium nitrite is used, it shall be added at the rate of 4 gal/cu yd (20 L/cu m) 
and shall be added to the mix immediately after all compatible admixtures have been 
introduced to the batch.  Other corrosion inhibitors shall be added per the 
manufacturer’s specifications.” 

 
Delete the third paragraph of Article 1020.05(b)(10) of the Standard Specifications. 
 
Revise Article 1020.15(b)(1)c. of the Standard Specifications to read: 
 

“ c. The minimum portland cement content in the mixture shall be 375 lbs/cu yd 
(222 kg/cu m).  When the total of organic processing additions, inorganic 
processing additions, and limestone addition exceed 5.0 percent in the cement, 
the minimum portland cement content in the mixture shall be 400 lbs/cu yd 
(237 kg/cu m).  For a drilled shaft, foundation, footing, or substructure, the 



minimum portland cement may be reduced to as low as 330 lbs/cu yd 
(196 kg/cu m) if the concrete has adequate freeze/thaw durability.  The Contractor 
shall provide freeze/thaw test results according to AASHTO T 161, and the relative 
dynamic modulus of elasticity of the mix design shall be a minimum of 80 percent.  
Testing shall be performed by an independent laboratory accredited by AASHTO 
re:source for Portland Cement Concrete.  Freeze/thaw testing will not be required 
for concrete that will not be exposed to freezing and thawing conditions as 
determined by the Engineer.” 

 
Revise Article 1021.01 of the Standard Specifications to read: 
 

“ 1021.01 General.  Admixtures shall be furnished in liquid or powder form ready for use.  The 
admixtures shall be delivered in the manufacturer's original containers, bulk tank trucks or such 
containers or tanks as are acceptable to the Engineer.  Delivery shall be accompanied by a ticket 
which clearly identifies the manufacturer, the date of manufacture, and trade name of the material.  
Containers shall be readily identifiable as to manufacturer, the date of manufacture, and trade 
name of the material they contain. 
 

Concrete admixtures shall be on one of the Department’s qualified product lists.  Unless 
otherwise noted, admixtures shall have successfully completed and remain current with the 
AASHTO Product Eval and Audit Concrete Admixture (CADD) testing program.  For admixture 
submittals to the Department; the product brand name, manufacturer name, admixture type or 
types, an electronic link to the product’s technical data sheet, and the NTPEP testing number 
which contains an electronic link to all test data shall be provided.  In addition, a letter shall be 
submitted certifying that no changes have been made in the formulation of the material since the 
most current round of tests conducted by AASHTO Product Eval and Audit.  After 28 days of 
testing by AASHTO Product Eval and Audit, air-entraining admixtures may be provisionally 
approved and used on Departmental projects.  For all other admixtures, unless otherwise noted, 
the time period after which provisionally approved status may be earned is 6 months. 

 
The manufacturer shall include the following in the submittal to the AASHTO Product Eval and 

Audit CADD testing program:  the manufacturing range for specific gravity, the midpoint and 
manufacturing range for residue by oven drying, and manufacturing range of pH.  The submittal 
shall also include an infrared spectrophotometer trace no more than five years old.   

 
For air-entraining admixtures according to Article 1021.02, the specific gravity allowable 

manufacturing range established by the manufacturer shall be according to AASHTO M 194.  For 
residue by oven drying and pH, the allowable manufacturing range and test methods shall be 
according to AASHTO M 194. 

 
For admixtures according to Articles 1021.03, 1021.04, 1021.05, 1021.06, 1021.07, and 

1021.08, the pH allowable manufacturing range established by the manufacturer shall be 
according to ASTM E 70.  For specific gravity and residue by oven drying, the allowable 
manufacturing range and test methods shall be according to AASHTO M 194. 

 



All admixtures, except chloride-based accelerators, shall contain a maximum of 0.3 percent 
chloride by weight (mass) as determined by an appropriate test method.  To verify the test result, 
the Department will use Illinois Modified AASHTO T 260, Procedure A, Method 1. 

 
Prior to final approval of an admixture, the Engineer reserves the right to request a sample for 

testing.  The test and reference concrete mixtures tested by the Engineer will contain a cement 
content of 5.65 cwt/cu yd (335 kg/cu m).  For freeze-thaw testing, the Department will perform the 
test according to Illinois Modified AASHTO T 161.  The flexural strength test will be performed 
according to AASHTO T 177.  If the Engineer decides to test the admixture, the manufacturer 
shall submit AASHTO T 197 water content and set time test results on the standard cement used 
by the Department.  The manufacturer may select their lab or an independent lab to perform this 
testing.  The laboratory is not required to be accredited by AASHTO. 

 
Random field samples may be taken by the Department to verify an admixture meets 

specification.  A split sample will be provided to the manufacturer if requested.  Admixtures that 
do not meet specification requirements or an allowable manufacturing range established by the 
manufacturer shall be replaced with new material.” 
 
Revise Article 1021.03 of the Standard Specifications to read: 
 

“ 1021.03 Retarding and Water-Reducing Admixtures.  The admixture shall be according to 
the following. 
 

(a) Retarding admixtures shall be according to AASHTO M 194, Type B (retarding) or Type 
D (water-reducing and retarding). 

 
(b) Water-reducing admixtures shall be according to AASHTO M 194, Type A. 

 
(c) High range water-reducing admixtures shall be according to AASHTO M 194, Type F (high 

range water-reducing) or Type G (high range water-reducing and retarding).” 
 
Revise Article 1021.05 of the Standard Specifications to read: 
 

“ 1021.05 Self-Consolidating Admixtures.  Self-consolidating admixture systems shall 
consist of either a high range water-reducing admixture only or a high range water-reducing 
admixture combined with a separate viscosity modifying admixture.  The one or two component 
admixture system shall be capable of producing a concrete that can flow around reinforcement 
and consolidate under its own weight without additional effort and without segregation. 
 

High range water-reducing admixtures shall be according to AASHTO M 194, Type F. 
 
Viscosity modifying admixtures shall be according to AASHTO M 194, Type S (specific 

performance).” 
 

Revise Article 1021.06 of the Standard Specifications to read: 
 



“ 1021.06 Rheology-Controlling Admixture.  Rheology-controlling admixtures shall be 
capable of producing a concrete mixture with a lower yield stress that will consolidate easier for 
slipform applications used by the Contractor.  Rheology-controlling admixtures shall be according 
to AASHTO M 194, Type S (specific performance).” 

 
Revise Article 1021.07 of the Standard Specifications to read: 

 
“ 1021.07 Corrosion Inhibitor.  The corrosion inhibitor shall be according to one of the 

following. 
 

(a) Calcium Nitrite.  Corrosion inhibitors shall contain a minimum 30 percent calcium nitrite by 
weight (mass) of solution and shall comply with either the requirements of AASHTO 
M 194, Type C (accelerating) or the requirements of ASTM C 1582.  The corrosion 
inhibiting performance requirements of ASTM C 1582 shall not apply. 

 
(b) Other Materials.  The corrosion inhibitor shall be according to ASTM C 1582. 

 
For submittals requiring testing according to ASTM M 194, Type C (accelerating), the 

admixture shall meet the requirements of the AASHTO Product Eval and Audit CADD testing 
program according to Article 1021.01. 
 

For submittals requiring testing according to ASTM C 1582, a report prepared by an 
independent laboratory accredited by AASHTO re:source for portland cement concrete shall be 
provided.  The report shall show the results of physical tests conducted no more than five years 
prior to the time of submittal, according to applicable specifications.  However, ASTM G 109 test 
information specified in ASTM C 1582 is not required to be from an independent accredited lab.  
All other information in ASTM C 1582 shall be from an independent accredited lab.  Test data and 
other information required to be submitted to AASHTO Product Eval and Audit according to 
Article 1021.01, shall instead be submitted directly to the Department.” 
 
Add Article 1021.08 of the Standard Specifications as follows: 
 

“ 1021.08 Other Specific Performance Admixtures.  Other specific performance admixtures 
shall, at a minimum, be according to AASHTO M 194, Type S (specific performance).  The 
Department also reserves the right to require other testing, as determined by the Engineer, to 
show evidence of specific performance characteristics. 
 

Initial testing according to AASHTO M 194 may be conducted under the AASHTO Product 
Eval and Audit CADD testing program according to Article 1021.01, or by an independent 
laboratory accredited by AASHTO re:source for Portland Cement Concrete.  In either case, test 
data and other information required to be submitted to AASHTO Product Eval and Audit according 
to Article 1021.01, shall also be submitted directly to the Department.  The independent 
accredited lab report shall show the results of physical tests conducted no more than five years 
prior to the time of submittal, according to applicable specifications.” 
 
Revise Article 1024.01 of the Standard Specifications to read: 



 
“ 1024.01 Requirements for Grout.  The grout shall be proportioned by dry volume, 

thoroughly mixed, and shall have a minimum temperature of 50 °F (10 °C).  Water shall not exceed 
the minimum needed for placement and finishing. 

 
Materials for the grout shall be according to the following. 
 

Item Article/Section 
(a) Cement  ..................................................................................................................... 1001 
(b) Water ........................................................................................................................ 1002 
(c) Fine Aggregate  .................................................................................................... 1003.02 
(d) Fly Ash  ..................................................................................................................... 1010 
(e) Ground Granulated Blast Furnace (GGBF) Slag ........................................................ 1010 
(f) Concrete Admixtures  ............................................................................................... 1021” 
 

Revise Note 1 of Article 1024.02 of the Standard Specifications to read: 
 

“ Note 1.  Nonshrink grout shall be according to Illinois Modified ASTM C 1107. 
 
The nonshrink grout shall have a water-soluble chloride ion content of less than 0.40 lb/cu yd 
(0.24 kg/cu m).  The test shall be performed according to ASTM C 1218, and the grout shall 
have an age of 28 to 42 days at the time of test.  The ASTM C 1218 test shall be performed 
by an independent lab a minimum of once every five years, and the test results shall be 
provided to the Department.  Mixing of the nonshrink grout shall be according to the 
manufacturer’s specifications.  The Department will maintain a qualified product list.” 

 
Revise Article 1029.02 of the Standard Specifications to read: 
 

“ 1029.02 Materials.  Materials shall be according to the following. 
 

Item Article/Section 
(a) Cement ...................................................................................................................... 1001 
(b) Fly Ash ...................................................................................................................... 1010 
(c) Ground Granulated Blast Furnace (GGBF) Slag ........................................................ 1010 
(d) Water......................................................................................................................... 1002 
(e) Fine Aggregate .......................................................................................................... 1003 
(f) Concrete Admixtures ................................................................................................. 1021 
(g) Foaming Agent (Note 1) 

 
Note 1.  The manufacturer shall submit infrared spectrophotometer trace and test results 
indicating the foaming agent meets the requirements of ASTM C 869 in order to be on the 
Department’s qualified product list.  Submitted data/results shall not be more than five 
years old.” 

 
Revise the second paragraph of Article 1103.03(a)(4) the Standard Specifications to read: 
 



“ The dispenser system shall provide a visual indication that the liquid admixture is 
actually entering the batch, such as via a transparent or translucent section of tubing 
or by independent check with an integrated secondary metering device.  If approved 
by the Engineer, an alternate indicator may be used for admixtures dosed at rates of 
25 oz/cwt (1630 mL/100 kg) or greater, such as accelerating admixtures, corrosion 
inhibitors, and viscosity modifying admixtures.” 

 
Revise the first two sections of Check Sheet #11 of the Supplemental Specifications and 
Recurring Special Provisions to read: 

 
“ Description.  This work shall consist of filling voids beneath rigid and composite pavements 

with cement grout. 
 
Materials.  Materials shall be according to the following Articles of Division 1000 - Materials of 

the Standard Specifications: 
 

Item Article/Section 
(a) Cement  ..................................................................................................................... 1001 
(b) Water ........................................................................................................................ 1002 
(c) Fly Ash  ..................................................................................................................... 1010 
(d) Ground Granulated Blast Furnace (GGBF) Slag ........................................................ 1010 
(e) Admixtures  ............................................................................................................... 1021 
(f) Packaged Rapid Hardening Mortar or Concrete  ...................................................... 1018” 
 

Revise the third paragraph of Materials Note 2 of Check Sheet #28 of the Supplemental 
Specifications and Recurring Special Provisions to read: 

 
“ The Department will maintain a qualified product list of synthetic fibers, which will include 
the minimum required dosage rate.  For the minimum required fiber dosage rate based on 
the Illinois Modified ASTM C 1609 test, a report prepared by an independent laboratory 
accredited by AASHTO re:source for Portland Cement Concrete shall be provided.  The 
report shall show results of tests conducted no more than five years prior to the time of 
submittal.” 
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COMPENSABLE DELAY COSTS (BDE) 
 
Effective:  June 2, 2017 
Revised:  April 1, 2019 
 
Revise Article 107.40(b) of the Standard Specifications to read: 
 

“ (b) Compensation.  Compensation will not be allowed for delays, inconveniences, or 
damages sustained by the Contractor from conflicts with facilities not meeting the above 
definition; or if a conflict with a utility in an unanticipated location does not cause a 
shutdown of the work or a documentable reduction in the rate of progress exceeding the 
limits set herein.  The provisions of Article 104.03 notwithstanding, compensation for 
delays caused by a utility in an unanticipated location will be paid according to the 
provisions of this Article governing minor and major delays or reduced rate of production 
which are defined as follows. 
 
(1) Minor Delay.  A minor delay occurs when the work in conflict with the utility in an 

unanticipated location is completely stopped for more than two hours, but not to 
exceed two weeks. 
 

(2) Major Delay.  A major delay occurs when the work in conflict with the utility in an 
unanticipated location is completely stopped for more than two weeks. 
 

(3) Reduced Rate of Production Delay.  A reduced rate of production delay occurs when 
the rate of production on the work in conflict with the utility in an unanticipated 
location decreases by more than 25 percent and lasts longer than seven calendar 
days.” 

 
Revise Article 107.40(c) of the Standard Specifications to read: 
 

“ (c) Payment.  Payment for Minor, Major, and Reduced Rate of Production Delays will be 
made as follows. 
 
(1) Minor Delay.  Labor idled which cannot be used on other work will be paid for 

according to Article 109.04(b)(1) and (2) for the time between start of the delay and 
the minimum remaining hours in the work shift required by the prevailing practice in 
the area. 
 
Equipment idled which cannot be used on other work, and which is authorized to 
standby on the project site by the Engineer, will be paid for according to 
Article 109.04(b)(4). 
 

(2) Major Delay.  Labor will be the same as for a minor delay. 
 
Equipment will be the same as for a minor delay, except Contractor-owned 
equipment will be limited to two weeks plus the cost of move-out to either the 



Contractor’s yard or another job and the cost to re-mobilize, whichever is less.  
Rental equipment may be paid for longer than two weeks provided the Contractor 
presents adequate support to the Department (including lease agreement) to show 
retaining equipment on the job is the most economical course to follow and in the 
public interest. 
 

(3) Reduced Rate of Production Delay.  The Contractor will be compensated for the 
reduced productivity for labor and equipment time in excess of the 25 percent 
threshold for that portion of the delay in excess of seven calendar days.  
Determination of compensation will be in accordance with Article 104.02, except 
labor and material additives will not be permitted. 
 

Payment for escalated material costs, escalated labor costs, extended project overhead, 
and extended traffic control will be determined according to Article 109.13.” 

 
Revise Article 108.04(b) of the Standard Specifications to read: 
 

“ (b) No working day will be charged under the following conditions. 
 
(1) When adverse weather prevents work on the controlling item. 

 
(2) When job conditions due to recent weather prevent work on the controlling item. 

 
(3) When conduct or lack of conduct by the Department or its consultants, 

representatives, officers, agents, or employees; delay by the Department in making 
the site available; or delay in furnishing any items required to be furnished to the 
Contractor by the Department prevents work on the controlling item. 

 
(4) When delays caused by utility or railroad adjustments prevent work on the controlling 

item. 
 

(5) When strikes, lock-outs, extraordinary delays in transportation, or inability to procure 
critical materials prevent work on the controlling item, as long as these delays are not 
due to any fault of the Contractor. 

 
(6) When any condition over which the Contractor has no control prevents work on the 

controlling item.” 
 
Revise Article 109.09(f) of the Standard Specifications to read: 

 
“ (f) Basis of Payment.  After resolution of a claim in favor of the Contractor, any adjustment 

in time required for the work will be made according to Section 108.  Any adjustment in 
the costs to be paid will be made for direct labor, direct materials, direct equipment, 
direct jobsite overhead, direct offsite overhead, and other direct costs allowed by the 
resolution.  Adjustments in costs will not be made for interest charges, loss of anticipated 
profit, undocumented loss of efficiency, home office overhead and unabsorbed overhead 



other than as allowed by Article 109.13, lost opportunity, preparation of claim expenses 
and other consequential indirect costs regardless of method of calculation. 
 
The above Basis of Payment is an essential element of the contract and the claim cost 
recovery of the Contractor shall be so limited.” 

 
Add the following to Section 109 of the Standard Specifications. 
 

“ 109.13 Payment for Contract Delay.  Compensation for escalated material costs, 
escalated labor costs, extended project overhead, and extended traffic control will be allowed 
when such costs result from a delay meeting the criteria in the following table. 

 
Contract Type Cause of Delay Length of Delay 

Working Days 
Article 108.04(b)(3) or 
Article 108.04(b)(4) 

No working days have been charged for two 
consecutive weeks. 

Completion 
Date 

Article 108.08(b)(1) or 
Article 108.08(b)(7) 

The Contractor has been granted a minimum 
two week extension of contract time, according 
to Article 108.08. 

 
Payment for each of the various costs will be according to the following. 
 
(a) Escalated Material and/or Labor Costs.  When the delay causes work, which would have 

otherwise been completed, to be done after material and/or labor costs have increased, 
such increases will be paid.  Payment for escalated material costs will be limited to the 
increased costs substantiated by documentation furnished by the Contractor.  Payment 
for escalated labor costs will be limited to those items in Article 109.04(b)(1) and (2), 
except the 35 percent and 10 percent additives will not be permitted. 

 
(b) Extended Project Overhead.  For the duration of the delay, payment for extended project 

overhead will be paid as follows. 
 
(1) Direct Jobsite and Offsite Overhead.  Payment for documented direct jobsite 

overhead and documented direct offsite overhead, including onsite supervisory and 
administrative personnel, will be allowed according to the following table. 
 

Original Contract 
Amount 

Supervisory and Administrative 
Personnel 

Up to $5,000,000 One Project Superintendent 

Over $   5,000,000 -  
up to $25,000,000 

One Project Manager, 
One Project Superintendent or 
Engineer, and 
One Clerk 

Over $25,000,000 -  
up to $50,000,000 

One Project Manager, 
One Project Superintendent, 
One Engineer, and 



One Clerk 

Over $50,000,000 

One Project Manager, 
Two Project Superintendents, 
One Engineer, and 
One Clerk 

 
(2) Home Office and Unabsorbed Overhead.  Payment for home office and unabsorbed 

overhead will be calculated as 8 percent of the total delay cost. 
 

(c) Extended Traffic Control.  Traffic control required for an extended period of time due to 
the delay will be paid for according to Article 109.04.   
 
When an extended traffic control adjustment is paid under this provision, an adjusted unit 
price as provided for in Article 701.20(a) for increase or decrease in the value of work by 
more than ten percent will not be paid. 
 

Upon payment for a contract delay under this provision, the Contractor shall assign 
subrogation rights to the Department for the Department’s efforts of recovery from any other 
party for monies paid by the Department as a result of any claim under this provision.  The 
Contractor shall fully cooperate with the Department in its efforts to recover from another party 
any money paid to the Contractor for delay damages under this provision.” 
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CONSTRUCTION AIR QUALITY – DIESEL RETROFIT (BDE) 
 
Effective:  June 1, 2010 
Revised:  January 1, 2025 
 
The reduction of emissions of particulate matter (PM) for off-road equipment shall be 
accomplished by installing retrofit emission control devices.  The term “equipment” refers to diesel 
fuel powered devices rated at 50 hp and above, to be used on the jobsite in excess of seven 
calendar days over the course of the construction period on the jobsite (including rental 
equipment). 
 
Contractor and subcontractor diesel powered off-road equipment assigned to the contract shall 
be retrofitted according to the table below.   
 

Horsepower Range Model Year and Older 
50-99 2003 

100-299 2002 
300-599 2000 
600-749 2001 

750 and up 2005 
 
The retrofit emission control devices shall achieve a minimum PM emission reduction of 
50 percent and shall be: 
 

a) Included on the U.S. Environmental Protection Agency (USEPA) Verified Retrofit 
Technology List (https://www.epa.gov/verified-diesel-tech/verified-technologies-list-clean-
diesel),  
or verified by the California Air Resources Board (CARB) 
(http://www.arb.ca.gov/diesel/verdev/vt/cvt.htm); or 

 
b) Retrofitted with a non-verified diesel retrofit emission control device if verified retrofit 

emission control devices are not available for equipment proposed to be used on the 
project, and if the Contractor has obtained a performance certification from the retrofit 
device manufacturer that the emission control device provides a minimum PM emission 
reduction of 50 percent. 

 
Note: Large cranes (Crawler mounted cranes) which are responsible for critical lift operations are 
exempt from installing retrofit emission control devices if such devices adversely affect equipment 
operation. 
 
Diesel powered off-road equipment with engine ratings of 50 hp and above, which are unable to 
be retrofitted with verified emission control devices or if performance certifications are not 
available which will achieve a minimum 50 percent PM reduction, may be granted a waiver by the 
Department if documentation is provided showing good faith efforts were made by the Contractor 
to retrofit the equipment. 
 

https://www.epa.gov/verified-diesel-tech/verified-technologies-list-clean-diesel
https://www.epa.gov/verified-diesel-tech/verified-technologies-list-clean-diesel
http://www.arb.ca.gov/diesel/verdev/vt/cvt.htm


Construction shall not proceed until the Contractor submits a certified list of the diesel powered 
off-road equipment that will be used, and as necessary, retrofitted with emission control devices.  
The list(s) shall include (1) the equipment number, type, make, Contractor/rental company name; 
and (2) the emission control devices make, model, USEPA or CARB verification number, or 
performance certification from the retrofit device manufacturer.  Equipment reported as fitted with 
emissions control devices shall be made available to the Engineer for visual inspection of the 
device installation, prior to being used on the jobsite. 
 
The Contractor shall submit an updated list of retrofitted off-road construction equipment as 
retrofitted equipment changes or comes on to the jobsite.  The addition or deletion of any diesel 
powered equipment shall be included on the updated list. 
 
If any diesel powered off-road equipment is found to be in non-compliance with any portion of this 
special provision, the Engineer will issue the Contractor a diesel retrofit deficiency deduction. 
 
Any costs associated with retrofitting any diesel powered off-road equipment with emission control 
devices shall be considered as included in the contract unit prices bid for the various items of 
work involved and no additional compensation will be allowed.  The Contractor's compliance with 
this notice and any associated regulations shall not be grounds for a claim. 
 
Diesel Retrofit Deficiency Deduction 
 
When the Engineer determines that a diesel retrofit deficiency exists, a daily monetary deduction 
will be imposed for each calendar day or fraction thereof the deficiency continues to exist.  The 
calendar day(s) will begin when the time period for correction is exceeded and end with the 
Engineer's written acceptance of the correction.  The daily monetary deduction will be $1,000.00 
for each deficiency identified. 
 
The deficiency will be based on lack of diesel retrofit emissions control. 
 
If a Contractor accumulates three diesel retrofit deficiency deductions for the same piece of 
equipment in a contract period, the Contractor will be shutdown until the deficiency is corrected.  
Such a shutdown will not be grounds for any extension of the contract time, waiver of penalties, 
or be grounds for any claim. 
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ILLINOIS WORKS APPRENTICESHIP INITIATIVE – STATE FUNDED CONTRACTS (BDE) 
 
Effective:  June 2, 2021 
Revised:  April 2, 2024 
 
Illinois Works Jobs Program Act (30 ILCS 559/20-1 et seq.).  For contracts having an awarded 
contract value of $500,000 or more, the Contractor shall comply with the Illinois Works 
Apprenticeship Initiative (30 ILCS 559/20-20 to 20-25) and all applicable administrative rules.  The 
goal of the Illinois Apprenticeship Works Initiative is that apprentices will perform either 10% of 
the total labor hours actually worked in each prevailing wage classification or 10% of the estimated 
labor hours in each prevailing wage classification, whichever is less.  Of this goal, at least 50% of 
the labor hours of each prevailing wage classification performed by apprentices shall be 
performed by graduates of the Illinois Works Pre-Apprenticeship Program, the Illinois Climate 
Works Pre-Apprenticeship Program, or the Highway Construction Careers Training Program.   
 
The Contractor may seek from the Department of Commerce and Economic Opportunity (DCEO) 
a waiver or reduction of this goal in certain circumstances pursuant to 30 ILCS 559/20-20(b).  The 
Contractor shall ensure compliance during the term of the contract and will be required to report 
on and certify its compliance.  An apprentice use plan, apprentice hours, and a compliance 
certification shall be submitted to the Engineer on forms provided by the Department and/or 
DCEO. 
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PERFORMANCE GRADED ASPHALT BINDER (BDE) 
 
Effective:  January 1, 2023 
 
Revise Article 1032.05 of the Standard Specifications to read: 
 

“ 1032.05 Performance Graded Asphalt Binder.  These materials will be accepted according 
to the Bureau of Materials Policy Memorandum, “Performance Graded Asphalt Binder 
Qualification Procedure.”  The Department will maintain a qualified producer list.  These materials 
shall be free from water and shall not foam when heated to any temperature below the actual 
flash point.  Air blown asphalt, recycle engine oil bottoms (ReOB), and polyphosphoric acid (PPA) 
modification shall not be used. 

 
When requested, producers shall provide the Engineer with viscosity/temperature 

relationships for the performance graded asphalt binders delivered and incorporated in the work. 
 
(a) Performance Graded (PG) Asphalt Binder.  The asphalt binder shall meet the 

requirements of AASHTO M 320, Table 1 “Standard Specification for Performance Graded 
Asphalt Binder” for the grade shown on the plans and the following.  

 
Test Parameter 

Small Strain Parameter (AASHTO PP 113) BBR, ΔTc,  
40 hrs PAV (40 hrs continuous or 2 PAV at 20 hrs) -5 °C min. 

 
(b) Modified Performance Graded (PG) Asphalt Binder.  The asphalt binder shall meet the 

requirements of AASHTO M 320, Table 1 “Standard Specification for Performance Graded 
Asphalt Binder” for the grade shown on the plans.   

 
Asphalt binder modification shall be performed at the source, as defined in the Bureau of 
Materials Policy Memorandum, “Performance Graded Asphalt Binder Qualification 
Procedure.”  
 
Modified asphalt binder shall be safe to handle at asphalt binder production and storage 
temperatures or HMA construction temperatures.  Safety Data Sheets (SDS) shall be 
provided for all asphalt modifiers.  

 
(1) Polymer Modification (SB/SBS or SBR).  Elastomers shall be added to the base 

asphalt binder to achieve the specified performance grade and shall be either a 
styrene-butadiene diblock, triblock copolymer without oil extension, or a styrene-
butadiene rubber.  The polymer modified asphalt binder shall be smooth, 
homogeneous, and be according to the requirements shown in Table 1 or 2 for the 
grade shown on the plans. 

  



Table 1 - Requirements for Styrene-Butadiene Copolymer (SB/SBS) 
Modified Asphalt Binders 

Test 

Asphalt Grade 
SB/SBS PG 64-28 
SB/SBS PG 70-22 

Asphalt Grade 
SB/SBS PG 64-34 
SB/SBS PG 70-28 
SB/SBS PG 76-22 
SB/SBS PG 76-28 

Separation of Polymer 
ITP, "Separation of Polymer from 
Asphalt Binder" 
Difference in °F (°C) of the softening 
point between top and bottom portions 4 (2) max. 4 (2) max. 

TESTS ON RESIDUE FROM ROLLING THIN FILM OVEN TEST (AASHTO T 240) 

Elastic Recovery 
ASTM D 6084, Procedure A, 
77 °F (25 °C), 100 mm elongation, % 60 min. 70 min. 

 
Table 2 - Requirements for Styrene-Butadiene Rubber (SBR) 

Modified Asphalt Binders 

Test 

Asphalt Grade 
SBR PG 64-28 
SBR PG 70-22 

Asphalt Grade 
SB/SBS PG 64-34 
SB/SBS PG 70-28 

SBR PG 76-22 
SBR PG 76-28 

Separation of Polymer  
ITP, "Separation of Polymer from Asphalt 
Binder" 
Difference in °F (°C) of the softening 
point between top and bottom portions 4 (2) max. 4 (2) max. 

Toughness 
ASTM D 5801, 77 °F (25 °C), 
20 in./min. (500 mm/min.), in.-lbs (N-m) 110 (12.5) min. 110 (12.5) min. 

Tenacity 
ASTM D 5801, 77 °F (25 °C),  
20 in./min. (500 mm/min.), in.-lbs (N-m) 75 (8.5) min. 75 (8.5) min. 

TESTS ON RESIDUE FROM ROLLING THIN FILM OVEN TEST (AASHTO T 240) 

Elastic Recovery 
ASTM D 6084, Procedure A, 
77 °F (25 °C), 100 mm elongation, % 40 min. 50 min. 

 
(2) Ground Tire Rubber (GTR) Modification.  GTR modification is the addition of recycled 

ground tire rubber to liquid asphalt binder to achieve the specified performance grade.  
GTR shall be produced from processing automobile and/or truck tires by the ambient 



grinding method or micronizing through a cryogenic process.  GTR shall not exceed 
1/16 in. (2 mm) in any dimension and shall not contain free metal particles, moisture 
that would cause foaming of the asphalt, or other foreign materials.  A mineral powder 
(such as talc) meeting the requirements of AASHTO M 17 may be added, up to a 
maximum of four percent by weight of GTR to reduce sticking and caking of the GTR 
particles.  When tested in accordance with Illinois Modified AASHTO T 27 “Standard 
Method of Test for Sieve Analysis of Fine and Coarse Aggregates” or AASHTO PP 74 
“Standard Practice for Determination of Size and Shape of Glass Beads Used in Traffic 
Markings by Means of Computerized Optical Method”, a 50 g sample of the GTR shall 
conform to the following gradation requirements. 

 
Sieve Size Percent Passing 

No. 16 (1.18 mm) 100 
No. 30 (600 µm) 95 ± 5 
No. 50 (300 µm) > 20 

 
GTR modified asphalt binder shall be tested for rotational viscosity according to 
AASHTO T 316 using spindle S27.  GTR modified asphalt binder shall be tested for 
original dynamic shear and RTFO dynamic shear according to AASHTO T 315 using 
a gap of 2 mm. 

 
The GTR modified asphalt binder shall meet the requirements of Table 3. 

 
Table 3 - Requirements for Ground Tire Rubber (GTR) 

Modified Asphalt Binders 

Test 
Asphalt Grade 
GTR PG 64-28 
GTR PG 70-22 

 

Asphalt Grade 
GTR PG 76-22 
GTR PG 76-28 
GTR PG 70-28 

TESTS ON RESIDUE FROM ROLLING THIN FILM OVEN TEST (AASHTO T 240) 

Elastic Recovery 
ASTM D 6084, Procedure A, 
77 °F (25 °C), 100 mm elongation, % 60 min. 70 min. 

 
(3) Softener Modification (SM).  Softener modification is the addition of organic 

compounds, such as engineered flux, bio-oil blends, modified vegetable oils, glycol 
amines, and fatty acid derivatives, to the base asphalt binder to achieve the specified 
performance grade.  Softeners shall be dissolved, dispersed, or reacted in the asphalt 
binder to enhance its performance and shall remain compatible with the asphalt binder 
with no separation.  Softeners shall not be added to modified PG asphalt binder as 
defined in Articles 1032.05(b)(1) or 1032.05(b)(2). 

 
An Attenuated Total Reflectance-Fourier Transform Infrared spectrum (ATR-FTIR) 
shall be collected for both the softening compound as well as the softener modified 



asphalt binder at the dose intended for qualification.  The ATR-FTIR spectra shall be 
collected on unaged softener modified binder, 20-hour Pressurized Aging Vessel 
(PAV) aged softener modified binder, and 40-hour PAV aged softener modified binder.  
The ATR-FTIR shall be collected in accordance with Illinois Test Procedure 601.  The 
electronic files spectral files (in one of the following extensions or equivalent:  *.SPA, 
*.SPG, *.IRD, *.IFG, *.CSV,  *.SP, *.IRS, *.GAML, *.[0-9], *.IGM, *.ABS, *.DRT, *.SBM, 
*.RAS) shall be submitted to the Central Bureau of Materials.  
 
Softener modified asphalt binders shall meet the requirements in Table 4.  

 
Table 4 - Requirements for Softener Modified Asphalt Binders 

Test 

          Asphalt Grade 
SM PG 46-28        SM PG 46-34 
SM PG 52-28        SM PG 52-34 
SM PG 58-22        SM PG 58-28 
SM PG 64-22         

Small Strain Parameter (AASHTO PP 113) 
BBR, ΔTc, 40 hrs PAV (40 hrs 
continuous or 2 PAV at 20 hrs)  

 
-5°C min. 

Large Strain Parameter (Illinois Modified 
AASHTO T 391) DSR/LAS Fatigue 
Property, Δ|G*|peak τ, 40 hrs PAV 
(40 hrs continuous or 2 PAV at 20 hrs)  

≥ 54 % 

 
The following grades may be specified as tack coats. 
 

Asphalt Grade Use 
PG 58-22, PG 58-28, PG 64-22 Tack Coat” 

 
Revise Article 1031.06(c)(1) and 1031.06(c)(2) of the Standard Specifications to read: 
 

“ (1) RAP/RAS.  When RAP is used alone or RAP is used in conjunction with RAS, the 
percentage of virgin ABR shall not exceed the amounts listed in the following table. 

 
HMA Mixtures - RAP/RAS Maximum ABR % 1/ 2/ 

Ndesign Binder Surface Polymer Modified 
Binder or Surface 3/ 

30 30 30 10 
50 25 15 10 
70 15 10 10 
90 10 10 10 

 
1/ For Low ESAL HMA shoulder and stabilized subbase, the RAP/RAS ABR shall not 

exceed 50 percent of the mixture. 
 



2/ When RAP/RAS ABR exceeds 20 percent, the high and low virgin asphalt binder 
grades shall each be reduced by one grade (i.e. 25 percent ABR would require a 
virgin asphalt binder grade of PG  64-22 to be reduced to a PG 58-28).   

 
3/ The maximum ABR percentages for ground tire rubber (GTR) modified mixes shall 

be equivalent to the percentages specified for SBS/SBR polymer modified mixes. 
 

(2) FRAP/RAS.  When FRAP is used alone or FRAP is used in conjunction with RAS, the 
percentage of virgin asphalt binder replacement shall not exceed the amounts listed 
in the following table. 
 

HMA Mixtures - FRAP/RAS Maximum ABR % 1/ 2/ 

Ndesign Binder Surface Polymer Modified 
Binder or Surface 3/ 

30 55 45 15 
50 45 40 15 
70 45 35 15 
90 45 35 15 

SMA - - - - 25 
IL-4.75 - - - - 35 

 
1/ For Low ESAL HMA shoulder and stabilized subbase, the FRAP/RAS ABR shall 

not exceed 50 percent of the mixture. 
 

2/ When FRAP/RAS ABR exceeds 20 percent for all mixes, the high and low virgin 
asphalt binder grades shall each be reduced by one grade (i.e. 25 percent ABR 
would require a virgin asphalt binder grade of PG 64-22 to be reduced to a 
PG 58-28). 

 
3/ The maximum ABR percentages for GTR modified mixes shall be equivalent to 

the percentages specified for SBS/SBR polymer modified mixes.” 
 
Add the following to the end of Note 2 of Article 1030.03 of the Standard Specifications. 
 

“ A dedicated storage tank for the ground tire rubber (GTR) modified asphalt binder shall 
be provided.  This tank shall be capable of providing continuous mechanical mixing 
throughout and/or recirculation of the asphalt binder to provide a uniform mixture.  The 
tank shall be heated and capable of maintaining the temperature of the asphalt binder at 
300 °F to 350 °F (149 °C to 177 °C).  The asphalt binder metering systems of dryer drum 
plants shall be calibrated with the actual GTR modified asphalt binder material with an 
accuracy of ±0.40 percent.” 
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REMOVAL AND DISPOSAL OF REGULATED SUBSTANCES (BDE) 
 
Effective:  January 1, 2024 
Revised:  April 1, 2024 
 
Revise the first paragraph of Article 669.04 of the Standard Specifications to read: 
 

“ 669.04 Regulated Substances Monitoring.  Regulated substances monitoring includes 
environmental observation and field screening during regulated substances management 
activities.  The excavated soil and groundwater within the work areas shall be managed as either 
uncontaminated soil, hazardous waste, special waste, or non-special waste.   

 
As part of the regulated substances monitoring, the monitoring personnel shall perform and 

document the applicable duties listed on form BDE 2732 “Regulated Substances Monitoring Daily 
Record (RSMDR)”.” 

 
Revise the first two sentences of the nineteenth paragraph of Article 669.05 of the Standard 
Specifications to read: 
 

“ The Contractor shall coordinate waste disposal approvals with the disposal facility and provide 
the specific analytical testing requirements of that facility.  The Contractor shall make all 
arrangements for collection, transportation, and analysis of landfill acceptance testing.” 
 
Revise the last paragraph of Article 669.05 of the Standard Specifications to read: 
 

“ The Contractor shall select a permitted landfill facility or CCDD/USFO facility meeting the 
requirements of 35 Ill. Admin. Code Parts 810-814 or Part 1100, respectively.  The Department 
will review and approve or reject the facility proposed by the Contractor based upon information 
provided in BDE 2730.  The Contractor shall verify whether the selected facility is compliant with 
those applicable standards as mandated by their permit and whether the facility is presently, has 
previously been, or has never been, on the United States Environmental Protection Agency (U.S. 
EPA) National Priorities List or the Resource Conservation and Recovery Act (RCRA) List of 
Violating Facilities.  The use of a Contractor selected facility shall in no manner delay the 
construction schedule or alter the Contractor's responsibilities as set forth.” 
 
Revise the first paragraph of Article 669.07 of the Standard Specifications to read: 
 

“ 669.07 Temporary Staging.  Soil classified according to Articles 669.05(a)(2), (b)(1), or (c) 
may be temporarily staged at the Contractor’s option.  All other soil classified according to 
Articles 669.05(a)(1), (a)(3), (a)(4), (a)(5), (a)(6), or (b)(2) shall be managed and disposed of 
without temporary staging to the greatest extent practicable.  If circumstances beyond the 
Contractor’s control require temporary staging of these latter materials, the Contractor shall 
request approval from the Engineer in writing. 

 
Topsoil for re-use as final cover which has been field screened and found not to exhibit PID 

readings over daily background readings as documented on the BDE 2732, visual staining or 



odors, and is classified according to Articles 669.05(a)(2), (a)(3), (a)(4), (b)(1), or (c) may be 
temporarily staged at the Contractor’s option.”   
 
Add the following paragraph after the sixth paragraph of Article 669.11 of the Standard 
Specifications. 
 

“ The sampling and testing of effluent water derived from dewatering discharges for priority 
pollutants volatile organic compounds (VOCs), priority pollutants semi-volatile organic 
compounds (SVOCs), or priority pollutants metals, will be paid for at the contract unit price per 
each for VOCS GROUNDWATER ANALYSIS using EPA Method 8260B, SVOCS 
GROUNDWATER ANALYSIS using EPA Method 8270C, or RCRA METALS GROUNDWATER 
ANALYSIS using EPA Methods 6010B and 7471A.  This price shall include transporting the 
sample from the job site to the laboratory.” 
 
Revise the first sentence of the eight paragraph of Article 669.11 of the Standard Specifications 
to read: 
 

“ Payment for temporary staging of soil classified according to Articles 669.05(a)(1), (a)(3), 
(a)(4), (a)(5), (a)(6), or (b)(2) to be managed and disposed of, if required and approved by the 
Engineer, will be paid according to Article 109.04.” 
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SEEDING (BDE) 

Effective:  November 1, 2022 

Revise Article 250.07 of the Standard Specifications to read: 

“ 250.07 Seeding Mixtures.  The classes of seeding mixtures and combinations of mixtures 
will be designated in the plans. 

When an area is to be seeded with two or more seeding classes, those mixtures shall be 
applied separately on the designated area within a seven day period.  Seeding shall occur prior 
to placement of mulch cover.  A Class 7 mixture can be applied at any time prior to applying any 
seeding class or added to them and applied at the same time. 



TABLE 1 - SEEDING MIXTURES 

Class - Type Seeds lb/acre (kg/hectare)

1 Lawn Mixture 1/ Kentucky Bluegrass 100 (110) 
  Perennial Ryegrass 60 (70) 
  Festuca rubra ssp. rubra (Creeping Red Fescue) 40 (50) 

1A Salt Tolerant Kentucky Bluegrass 60 (70) 
 Lawn Mixture 1/ Perennial Ryegrass 20 (20) 
  Festuca rubra ssp. rubra (Creeping Red Fescue)  20 (20) 
  Festuca brevipilla (Hard Fescue) 20 (20) 

  Puccinellia distans (Fults Saltgrass or Salty Alkaligrass) 60 (70) 

1B Low Maintenance Turf-Type Fine Fescue 3/ 150 (170) 
 Lawn Mixture 1/ Perennial Ryegrass 20 (20) 
  Red Top 10 (10) 
  Festuca rubra ssp. rubra (Creeping Red Fescue) 20 (20) 

2 Roadside Mixture 1/ Lolium arundinaceum (Tall Fescue) 100 (110) 
  Perennial Ryegrass 50 (55) 
  Festuca rubra ssp. rubra (Creeping Red Fescue) 40 (50) 
  Red Top 10 (10) 

2A Salt Tolerant Lolium arundinaceum (Tall Fescue) 60 (70) 
 Roadside Mixture 1/ Perennial Ryegrass 20 (20) 
  Festuca rubra ssp. rubra (Creeping Red Fescue) 30 (20) 
  Festuca brevipila (Hard Fescue)  30 (20) 

  Puccinellia distans (Fults Saltgrass or Salty Alkaligrass) 60 (70) 

3 Northern Illinois 
Slope Mixture 1/ 

Elymus canadensis 
(Canada Wild Rye) 5/ 

5 (5) 

  Perennial Ryegrass 20 (20) 
  Alsike Clover 4/ 5 (5) 
  Desmanthus illinoensis 

(Illinois Bundleflower) 4/ 5/ 
2 (2) 

  Schizachyrium scoparium 12 (12) 
  (Little Bluestem) 5/  
  Bouteloua curtipendula 10 (10) 
  (Side-Oats Grama) 5/  
  Puccinellia distans (Fults Saltgrass or Salty Alkaligrass) 30 (35) 
  Oats, Spring 50 (55) 
  Slender Wheat Grass 5/ 15 (15) 
  Buffalo Grass 5/ 7/ 5 (5) 

3A Southern Illinois Perennial Ryegrass 20 (20) 
 Slope Mixture 1/ Elymus canadensis 

(Canada Wild Rye) 5/ 
20 (20) 

  Panicum virgatum (Switchgrass) 5/ 10 (10) 
  Schizachyrium scoparium 

(Little Blue Stem) 5/ 
12 (12) 

  Bouteloua curtipendula 
(Side-Oats Grama) 5/ 

10 (10) 

  Dalea candida  
(White Prairie Clover) 4/ 5/ 

5 (5) 

  Rudbeckia hirta (Black-Eyed Susan) 5/ 5 (5) 
  Oats, Spring 50 (55) 

  



Class – Type Seeds lb/acre (kg/hectare) 

4 Native Grass 2/ 6/ Andropogon gerardi 4 (4) 
  (Big Blue Stem) 5/  
  Schizachyrium scoparium 5 (5) 
  (Little Blue Stem) 5/  
  Bouteloua curtipendula 5 (5) 
  (Side-Oats Grama) 5/  
  Elymus canadensis 1 (1) 
  (Canada Wild Rye) 5/  
  Panicum virgatum (Switch Grass) 5/ 1 (1) 
  Sorghastrum nutans (Indian Grass) 5/ 2 (2) 
  Annual Ryegrass 25 (25) 
  Oats, Spring 25 (25) 
  Perennial Ryegrass 15 (15) 

4A Low Profile Schizachyrium scoparium 5 (5) 
 Native Grass 2/ 6/ (Little Blue Stem) 5/  
  Bouteloua curtipendula 5 (5) 
  (Side-Oats Grama) 5/  
  Elymus canadensis 1 (1) 
  (Canada Wild Rye) 5/  
  Sporobolus heterolepis 0.5 (0.5) 
  (Prairie Dropseed) 5/  
  Annual Ryegrass 25 (25) 
  Oats, Spring 25 (25) 
  Perennial Ryegrass 15 (15) 

4B Wetland Grass and Annual Ryegrass 25 (25) 
 Sedge Mixture 2/ 6/ Oats, Spring 25 (25) 
  Wetland Grasses (species below) 5/ 6 (6) 
    
 Species: % By Weight 
 Calamagrostis canadensis (Blue Joint Grass) 12 
 Carex lacustris (Lake-Bank Sedge) 6 
 Carex slipata (Awl-Fruited Sedge) 6 
 Carex stricta (Tussock Sedge) 6 
 Carex vulpinoidea (Fox Sedge) 6 
 Eleocharis acicularis (Needle Spike Rush) 3 
 Eleocharis obtusa (Blunt Spike Rush) 3 
 Glyceria striata (Fowl Manna Grass) 14 
 Juncus effusus (Common Rush) 6 
 Juncus tenuis (Slender Rush) 6 
 Juncus torreyi (Torrey's Rush) 6 
 Leersia oryzoides (Rice Cut Grass) 10 
 Scirpus acutus (Hard-Stemmed Bulrush) 3 
 Scirpus atrovirens (Dark Green Rush) 3 
 Bolboschoenus fluviatilis (River Bulrush) 3 
 Schoenoplectus tabernaemontani (Softstem Bulrush) 3 
 Spartina pectinata (Cord Grass) 4 

  



Class – Type Seeds lb/acre (kg/hectare) 

5 Forb with Annuals Mixture (Below)  1 (1) 
 Annuals Mixture 2/ 5/ 6/ Forb Mixture (Below)  10 (10) 
   
 Annuals Mixture -  Mixture not exceeding 25 % by weight of  
 any one species, of the following:  
   
 Coreopsis lanceolata (Sand Coreopsis)  
 Leucanthemum maximum (Shasta Daisy)  
 Gaillardia pulchella (Blanket Flower)  
 Ratibida columnifera (Prairie Coneflower)  
 Rudbeckia hirta (Black-Eyed Susan)  
   
 Forb Mixture -  Mixture not exceeding 5 % by weight PLS of  
 any one species, of the following:  
   
 Amorpha canescens (Lead Plant) 4/  
 Anemone cylindrica (Thimble Weed)  
 Asclepias tuberosa (Butterfly Weed)  
 Aster azureus (Sky Blue Aster)  
 Symphyotrichum leave (Smooth Aster)  
 Aster novae-angliae (New England Aster)  
 Baptisia leucantha (White Wild Indigo) 4/  
 Coreopsis palmata (Prairie Coreopsis)  
 Echinacea pallida (Pale Purple Coneflower)  
 Eryngium yuccifolium (Rattlesnake Master)  
 Helianthus mollis (Downy Sunflower)  
 Heliopsis helianthoides (Ox-Eye)  
 Liatris aspera (Rough Blazing Star)  
 Liatris pycnostachya (Prairie Blazing Star)  
 Monarda fistulosa (Prairie Bergamot)  
 Parthenium integrifolium (Wild Quinine)  
 Dalea candida (White Prairie Clover) 4/  
 Dalea purpurea (Purple Prairie Clover) 4/  
 Physostegia virginiana (False Dragonhead)  
 Potentilla arguta (Prairie Cinquefoil)  
 Ratibida pinnata (Yellow Coneflower)  
 Rudbeckia subtomentosa (Fragrant Coneflower)  
 Silphium laciniatum (Compass Plant)  
 Silphium terebinthinaceum (Prairie Dock)  
 Oligoneuron rigidum (Rigid Goldenrod)  
 Tradescantia ohiensis (Spiderwort)  
 Veronicastrum virginicum (Culver's Root)  

 
  



Class – Type Seeds lb/acre (kg/hectare) 

5A Large Flower Native Forb Mixture (see below) 5 (5) 
 Forb Mixture 2/ 5/ 6/   
    
 Species: % By Weight 
 Aster novae-angliae (New England Aster) 5 
 Echinacea pallida (Pale Purple Coneflower) 10 
 Helianthus mollis (Downy Sunflower) 10 
 Heliopsis helianthoides (Ox-Eye) 10 
 Liatris pycnostachya (Prairie Blazing Star) 10 
 Ratibida pinnata (Yellow Coneflower) 5 
 Rudbeckia hirta (Black-Eyed Susan) 10 
 Silphium laciniatum (Compass Plant) 10 
 Silphium terebinthinaceum (Prairie Dock) 20 
 Oligoneuron rigidum (Rigid Goldenrod) 10 

5B Wetland Forb 2/ 5/ 6/ Forb Mixture (see below)  2 (2) 
    
 Species: % By Weight 
 Acorus calamus (Sweet Flag) 3 
 Angelica atropurpurea (Angelica) 6 
 Asclepias incarnata (Swamp Milkweed) 2 
 Aster puniceus (Purple Stemmed Aster) 10 
 Bidens cernua (Beggarticks) 7 
 Eutrochium maculatum (Spotted Joe Pye Weed) 7 
 Eupatorium perfoliatum (Boneset) 7 
 Helenium autumnale (Autumn Sneeze Weed) 2 
 Iris virginica shrevei (Blue Flag Iris) 2 
 Lobelia cardinalis (Cardinal Flower) 5 
 Lobelia siphilitica (Great Blue Lobelia) 5 
 Lythrum alatum (Winged Loosestrife) 2 
 Physostegia virginiana (False Dragonhead) 5 
 Persicaria pensylvanica (Pennsylvania Smartweed) 10 
 Persicaria lapathifolia (Curlytop Knotweed) 10 
 Pychanthemum virginianum (Mountain Mint) 5 
 Rudbeckia laciniata (Cut-leaf Coneflower) 5 
 Oligoneuron riddellii (Riddell Goldenrod) 2 
 Sparganium eurycarpum (Giant Burreed) 5 

6 Conservation 
Mixture 2/ 6/ 

Schizachyrium scoparium 
(Little Blue Stem) 5/ 

5 (5) 

  Elymus canadensis 
(Canada Wild Rye) 5/ 

2 (2) 

  Buffalo Grass 5/ 7/ 5 (5) 
  Vernal Alfalfa 4/ 15 (15) 
  Oats, Spring 48 (55) 

6A Salt Tolerant 
Conservation 

Schizachyrium scoparium 
(Little Blue Stem) 5/ 

5 (5) 

 Mixture 2/ 6/ Elymus canadensis 
(Canada Wild Rye) 5/ 

2 (2) 

  Buffalo Grass 5/ 7/ 5 (5) 
  Vernal Alfalfa 4/ 15 (15) 
  Oats, Spring 48 (55) 
  Puccinellia distans (Fults Saltgrass or Salty Alkaligrass) 20 (20) 

7 Temporary Turf Perennial Ryegrass 50 (55) 
 Cover Mixture Oats, Spring  64 (70) 

  



Notes: 
 

1/ Seeding shall be performed when the ambient temperature has been between 45 ⁰F 
(7 ⁰C) and 80 ⁰F (27 ⁰C) for a minimum of seven (7) consecutive days and is forecasted 
to be the same for the next five (5) days according to the National Weather Service.   

2/ Seeding shall be performed in late fall through spring beginning when the ambient 
temperature has been below 45 ⁰F (7 ⁰C) for a minimum of seven (7) consecutive days 
and ending when the ambient temperature exceeds 80 ⁰F (27 ⁰C) according to the 
National Weather Service. 

3/ Specific variety as shown in the plans or approved by the Engineer. 
4/ Inoculation required. 
5/ Pure Live Seed (PLS) shall be used. 
6/ Fertilizer shall not be used. 
7/ Seed shall be primed with KNO3 to break dormancy and dyed to indicate such. 

 
Seeding will be inspected after a period of establishment.  The period of establishment shall 

be six (6) months minimum, but not to exceed nine (9) months.  After the period of establishment, 
areas not exhibiting 75 percent uniform growth shall be interseeded or reseeded, as determined 
by the Engineer, at no additional cost to the Department.”  
 
 
80445 



 

SUBCONTRACTOR AND DBE PAYMENT REPORTING (BDE) 
 
Effective:  April 2, 2018 
 
Add the following to Section 109 of the Standard Specifications. 
 

“ 109.14 Subcontractor and Disadvantaged Business Enterprise Payment Reporting.  
The Contractor shall report all payments made to the following parties: 

 
(a) first tier subcontractors; 

 
(b) lower tier subcontractors affecting disadvantaged business enterprise (DBE) goal credit; 

 
(c) material suppliers or trucking firms that are part of the Contractor’s submitted DBE 

utilization plan. 
 
The report shall be made through the Department’s on-line subcontractor payment reporting 

system within 21 days of making the payment.” 
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SUBCONTRACTOR MOBILIZATION PAYMENTS (BDE) 
 
Effective:  November 2, 2017 
Revised:  April 1, 2019 
 
Replace the second paragraph of Article 109.12 of the Standard Specifications with the 
following: 
 

“ This mobilization payment shall be made at least seven days prior to the subcontractor 
starting work.  The amount paid shall be at the following percentage of the amount of the 
subcontract reported on form BC 260A submitted for the approval of the subcontractor’s work. 

 
Value of Subcontract Reported on Form BC 260A Mobilization Percentage 

Less than $10,000 25% 
$10,000 to less than $20,000 20% 
$20,000 to less than $40,000 18% 
$40,000 to less than $60,000 16% 
$60,000 to less than $80,000 14% 

$80,000 to less than $100,000 12% 
$100,000 to less than $250,000 10% 
$250,000 to less than $500,000 9% 

$500,000 to $750,000 8% 
Over $750,000 7%” 
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VEHICLE AND EQUIPMENT WARNING LIGHTS (BDE) 
 
Effective:  November 1, 2021 
Revised:  November 1, 2022 
 
Add the following paragraph after the first paragraph of Article 701.08 of the Standard 
Specifications: 
 

“ The Contractor shall equip all vehicles and equipment with high-intensity oscillating, rotating, 
or flashing, amber or amber-and-white, warning lights which are visible from all directions.  In 
accordance with 625 ILCS 5/12-215, the lights may only be in operation while the vehicle or 
equipment is engaged in construction operations.” 
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WORK ZONE TRAFFIC CONTROL DEVICES (BDE) 
 
Effective:  March 2, 2020 
Revised: January 1, 2025 
 
Add the following to Article 701.03 of the Standard Specifications: 
 

“ (q) Temporary Sign Supports  ................................................................................... 1106.02” 
 
Revise the third paragraph of Article 701.14 of the Standard Specifications to read: 
 

“ For temporary sign supports, the Contractor shall provide a FHWA eligibility letter for each 
device used on the contract.  The letter shall provide information for the set-up and use of the 
device as well as a detailed drawing of the device.  The signs shall be supported within 20 degrees 
of vertical.  Weights used to stabilize signs shall be attached to the sign support per the 
manufacturer’s specifications.” 
 
Revise the first paragraph of Article 701.15 of the Standard Specifications to read: 
 

“ 701.15 Traffic Control Devices.  For devices that must meet crashworthiness standards, 
the Contractor shall provide a manufacturer’s self-certification or a FHWA eligibility letter for each 
Category 1 device and a FHWA eligibility letter for each Category 2 and Category 3 device used 
on the contract.  The self-certification or letter shall provide information for the set-up and use of 
the device as well as a detailed drawing of the device.” 
 
Revise the first six paragraphs of Article 1106.02 of the Standard Specifications to read: 
 

“ 1106.02 Devices.  Work zone traffic control devices and combinations of devices shall meet 
crashworthiness standards for their respective categories.  The categories are as follows. 

 
Category 1 includes small, lightweight, channelizing and delineating devices that have been 

in common use for many years and are known to be crashworthy by crash testing of similar 
devices or years of demonstrable safe performance.  These include cones, tubular markers, 
plastic drums, and delineators, with no attachments (e.g. lights).  Category 1 devices shall be 
MASH compliant. 

 
Category 2 includes devices that are not expected to produce significant vehicular velocity 

change but may otherwise be hazardous.  These include vertical panels with lights, barricades, 
temporary sign supports, and Category 1 devices with attachments (e.g. drums with lights).  
Category 2 devices shall be MASH compliant.   

 
Category 3 includes devices that are expected to cause significant velocity changes or other 

potentially harmful reactions to impacting vehicles.  These include crash cushions (impact 
attenuators), truck mounted attenuators, and other devices not meeting the definitions of 
Category 1 or 2.  Category 3 devices manufactured after December 31, 2019 shall be MASH 
compliant.  Category 3 devices manufactured on or before December 31, 2019, and compliant 



with NCHRP 350, may be used on contracts let before December 31, 2029.  Category 3 devices 
shall be crash tested for Test Level 3 or the test level specified. 

 
Category 4 includes portable or trailer-mounted devices such as sign supports, speed 

feedback displays, arrow boards, changeable message signs, temporary traffic signals, and area 
lighting supports.  It is preferable for Category 4 devices manufactured after December 31, 2019 
to be MASH-16 compliant; however, there are currently no crash tested devices in this category, 
so it remains exempt from the NCHRP 350 or MASH compliance requirement. 

 
For each type of device, when no more than one MASH compliant is available, an NCHRP 350 

compliant device may be used, even if manufactured after December 31, 2019.” 
 
Revise Articles 1106.02(g), 1106.02(k), and 1106.02(l) to read: 

 
“ (g) Truck Mounted/Trailer Mounted Attenuators.  The attenuator shall be approved for use at 

Test Level 3.  Test Level 2 may be used for normal posted speeds less than or equal to 
45 mph. 
 

(k) Temporary Water Filled Barrier.  The water filled barrier shall be a lightweight plastic shell 
designed to accept water ballast and be on the Department’s qualified product list. 
 
Shop drawings shall be furnished by the manufacturer and shall indicate the deflection of 
the barrier as determined by acceptance testing; the configuration of the barrier in that 
test; and the vehicle weight, velocity, and angle of impact of the deflection test.  The 
Engineer shall be provided one copy of the shop drawings. 
 

(l) Movable Traffic Barrier.  The movable traffic barrier shall be on the Department’s qualified 
product list. 
 
Shop drawings shall be furnished by the manufacturer and shall indicate the deflection of 
the barrier as determined by acceptance testing; the configuration of the barrier in that 
test; and the vehicle weight, velocity, and angle of impact of the deflection test.  The 
Engineer shall be provided one copy of the shop drawings.  The barrier shall be capable 
of being moved on and off the roadway on a daily basis.” 
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