Village of INVITATION TO BID

Swe g O IMG Ground Storage Tank

ADDENDUM NO. 1
September 23, 2025

1. IMPORTANT INSTRUCTIONS TO BIDDERS
This addendum must be read, signed, and dated by the firm and included with the documents
submitted by the firm on or before proposal closing date and time. Failure to include this

addendum with the documents may result in the rejection of the proposal.

2. ACKNOWLEDGMENT
The firm acknowledges receipt of this Addendum and understands its content with the

Invitation to Bid Documents.

3. SIGNATURE AND DATE

Authorized Signature Date
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ADDENDUM NO. 1

DATE: September 23, 2025

FROM: Baxter & Woodman, Inc., Consulting Engineers

TO:

Planholders of record for the Work titled:

VILLAGE OF OSWEGO, ILLINOIS
1 MG GROUND LEVEL STORAGE TANK

The Bidding Documents are amended as follows:

1.

VILLAGE OF OSWEGO FRONT END DOCUMENTS, INVITATION TO BID AND LEGAL

NOTICE

A. Page 1, Proposal due date changed to October 8, 2025, at 10:00 AM.

DRAWINGS

A. Delete Sheet 00-G-025 in its entirety, and insert Sheet 00-G-025, revision dated
September 23, 2025, in lieu thereof.

B. Delete Sheet 06-C-100 in its entirety.

C. Delete Sheet 06-C-101 in its entirety, and insert Sheet 06-C-101, revision dated
September 23, 2025, in lieu thereof.

D. Delete Sheet 06-A-101 in its entirety, and insert Sheet 06-A-101, revision dated

September 23, 2025, in lieu thereof.

SPECIFICATIONS

A

VILLAGE OF OSWEGO FRONT END DOCUMENTS, PROJECT
SPECIFICATIONS

Page 4, change second paragraph to:
“Bidder agrees the Work will be substantially completed within 630 days after the

Contract Time commences to run and completed and ready for final payment
within 675 days after the Contract Time commences to run.”

ADDENDUM NO. 1
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VILLAGE OF OSWEGO FRONT END DOCUMENTS, GENERAL CONDITIONS
Page 9, under Work Schedule, change last two paragraphs to:
“All work shall be performed during normal business hours (Monday through Friday
7:00 AM-5:00 PM). The contractor is responsible for scheduling appointments in

advance with the project manager.

Work shall be completed no later than August 27, 2027, based on 675 calendar
days and an estimated contract date of October 21, 2025.”

Section 00 11 13, ADVERTISEMENT FOR BIDS

Delete this section in its entirety.

Section 00 21 00.41, BIDDER INSTRUCTIONS

Delete this section in its entirety.

Section 00 41 00.41, BID FORM

Delete this section in its entirety.

Section 00 43 13, BID SECURITY FORM

Delete this section in its entirety.

Section 00 43 33, PROPOSED PRODUCTS FORM

Delete this section in its entirety.

Section 00 52 00.41, AGREEMENT

Delete this section in its entirety.

Section 00 73 00.41, SUPPLEMENTARY CONDITIONS

Page 00 73 00.41-7, replace the first sentence of 1.6.A.1 to: “Under paragraph
6.02.B, add: The regular working hours are between 7:00 AM and 5:00 PM,

Monday through Friday.”

Page 00 73 00.41-15, delete paragraph 1.11.B.2 in its entirety.
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J. Section 01 31 13.16, PROJECT COORDINATION AND CONSTRUCTION
PHASING

Page 01 31 13.16-2, replace paragraph 1.7.B. with the following:

“1. Construction of the 1 MG Ground Level Storage Tank may not begin prior
to substantial completion of High Zone Receiving Station (part of the Lake
Michigan Receiving Stations project by others). Construction of the High
Zone Receiving Station, by others, is scheduled to be substantially
complete by February 28, 2027.”

K. Section 01 41 26, PERMITS

Page 01 41 26-1, paragraph 1.8.A. To clarify, a Village building permit will be
required; however, the Village will waive the fee.

L. Section 13 20 05, WIRE-WOUND, CIRCULAR, PRESTRESSED CONCRETE
TANK

Page 13 20 05-4, delete “and uplift due to ground water” in 2.2.A.

Page 13 20 05-5, change “0.6” to “0.5” in 2.2.C.4. and delete the last sentence of
2.2.DA1.

Page 13 20 05-17, paragraph 3.12.B.2. To clarify, submittal and approval of data
complying with ACI 506-16, 1.4.1.1 through 1.4.1.17 prior to placing any shotcrete
for the work is acceptable in lieu of construction and testing of mockup panels.
M. Section 31 23 39, EXCAVATING, BACKFILLING, AND COMPACTING
Page 31 23 39-6, change “2500” to “3,000” in 3.3.L.4.
Nothing in this Addendum shall be construed as changing other requirements of the Bidding

Documents. Each Bidder shall acknowledge receipt of this Addendum where indicated in the Bid
Form.

END OF ADDENDUM NO. 1
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1. PROVIDE PRE—CONSTRUCTION VIDEO RECORDING OF WORK AREAS PRIOR TO THE START OF
CONSTRUCTION.

2. INSTALL ALL EROSION CONTROL DEVICES AND TEMPORARY WORK BOUNDARY FENCES PRIOR TO START CONSULTANTS
OF CONSTRUCTION.

3. COMPLY WITH ALL RULES AND REGULATIONS OF OSHA DURING CONSTRUCTION OF IMPROVEMENTS AND D
RESTORATION.

4. CONTACT J.U.LLLE AND THE VILLAGE OF OSWEGO PUBLIC WORKS DEPARTMENT (630)—554—3242 A
MINIMUM OF 48 HOURS PRIOR TO EXCAVATION FOR UTILITIES.

5. COORDINATE WITH UTILITY COMPANIES TO SUPPORT, PROTECT, OR REMOVE AND REPLACE ALL POWER
POLES OR POLE ANCHORS THAT ARE AFFECTED BY CONSTRUCTION, EVEN WHERE SUPPORT IS NOT MILESTONE
INDICATED ON PLAN SHEETS. THE COST OF THIS WORK IS CONSIDERED INCIDENTAL TO THE
INSTALLATION OF THE IMPROVEMENTS.

6. EXISTING INFRASTRUCTURE SIZES AND LOCATIONS SHOWN ARE FROM BEST AVAILABLE RECORDS. VERIFY
SIZES, LOCATIONS, AND ELEVATIONS OF EXISTING PIPING AND OTHER INFRASTRUCTURE PRIOR TO FOR BIDDING
CONSTRUCTION.

7. PROTECT ALL PAVED AREAS TO REMAIN AS NECESSARY.

8. PROPER DRAINAGE SHALL BE MAINTAINED IN THE IMPROVEMENT AREA DURING CONSTRUCTION. THE
COST OF THIS WORK SHALL BE CONSIDERED INCIDENTAL TO THE CONTRACT.

9. CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL UNDERGROUND OR SURFACE
UTILITIES SHOWN ON THE PLANS OR OTHERWISE. ANY UTILITY THAT IS DAMAGED DURING
CONSTRUCTION SHALL BE REPAIRED TO THE SATISFACTION OF THE ENGINEER AND OWNER OR
REPLACED. THIS WORK SHALL BE AT THE CONTRACTOR’S EXPENSE.

10. PROVIDE DUST CONTROL AS NECESSARY. o

11. EXISTING WATER TREATMENT BUILDING TO WEST OF SITE IS TO REMAIN UNDISTURBED AND IN SERVICE

A THROUGHOUT CONSTRUCTION. MAINTAIN ACCESS TO THE EXISTING SITE AT ALL TIMES.
12. TANK DESIGNED TO STORE CLEAN DRINKING WATER. ALL WETTED PARTS SHALL BE NSF 61 COMPLIANT.
(@}
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1. SOIL DISTURBANCE SHALL BE CONDUCTED IN SUCH A MANNER AS TO MINIMIZE EROSION. SOIL 2 - L
STABILIZATION MEASURES SHALL CONSIDER THE TIME OF YEAR, SITE CONDITIONS AND THE USE OF W S =
TEMPORARY OR PERMANENT MEASURES. = Q

L

2. SOIL EROSION AND SEDIMENT CONTROL FEATURES SHALL BE CONSTRUCTED PRIOR TO THE a =

COMMENCEMENT OF UPLAND DISTURBANCES. & < S
()]

3. TEMPORARY SOIL STABILIZATION SHALL BE APPLIED TO DISTURBED AREAS WITHIN 7 CALENDAR DAYS IF Q c
THE AREA IS TO REMAIN DORMANT LONGER THAN 15 DAYS. PERMANENT STABILIZATION SHALL BE = ‘
DONE IMMEDIATELY AFTER COMPLETION OF FINAL GRADING OF THE SOIL. K S i

4. ALL STORM SEWER FACILITIES THAT ARE OR WILL BE FUNCTIONING DURING CONSTRUCTION SHALL BE e § &
PROTECTED, FILTERED, OR OTHERWISE TREATED TO REMOVE SEDIMENT. o S o© .

5. ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE REMQOVED WITHIN 30 DAYS ﬁ
AFTER FINAL SITE STABILIZATION IS ACHIEVED OR AFTER THE TEMPORARY MEASURES ARE NO LONGER S W
NEEDED. TRAPPED SEDIMENT AND OTHER DISTURBED SOIL AREAS SHALL BE PERMANENTLY STABILIZED. > |~ Do

6. ALL TEMPORARY AND PERMANENT EROSION CONTROL MEASURES MUST BE MAINTAINED AND REPAIRED * x
AS NEEDED. THE GENERAL CONTRACTOR WILL BE RESPONSIBLE FOR INSPECTION AND REPAIR DURING PLAN SHEET DESIGNATION
CONSTRUCTION. C . GENERAL

7. INSPECT SOIL EROSION AND SEDIMENT CONTROL WEEKLY AND/OR AFTER EACH RAINFALL OF 1/2 INCH C - CIVIL
OR GREATER. L - LANDSCAPE

I - INSTRUMENTATION
8. THE SOIL EROSION AND SEDIMENT CONTROL PRACTICES ARE REFERENCED FROM THE ILLINOIS URBAN T - TELECOMMUNICATIONS
MANUAL. S - STRUCTURAL

A - ARCHITECTURAL

M - MECHANICAL

P - PLUMBING

H - HVAC

F - FIRE PROTECTION

E - ELECTRICAL

R - RESOURCE

Q - EQUIPMENT

D - DEMOLITION
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SCALE: AS NOTED

DATE: 8/14/2025

DESIGNED BY: CMP

DRAWN BY: JJS

CHECKED BY: CMP
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