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INVITATION TO BID 
2026 SANITARY SEWER & MANHOLE REHABILITATION 

25-6070-22 
ADDENDUM NO. 1 
December 16, 2025 

 

1. IMPORTANT INSTRUCTIONS TO BIDDERS 
This addendum must be read, signed, and dated by the firm and included with the documents submitted by 
the firm on or before proposal closing date and time. Failure to include this addendum with the documents 
may result in the rejection of the proposal. 
 

2. ANNOUNCEMENTS: 
a. Viewing the sewer videos, login to the RJN web portal: https://www.rjn.com/clarity 

Username – prospective_bidder1 
Password – Oswego-2025 

b. Type in the segment number in the top right corner and you can access the CCTV. 
 

3. QUESTIONS: 
 
Question 1: 
Per the specifications, attachment B, Item #29 Cementitious Manhole Sealing (for Diameter Specified), pg 87 of 
the pdf, Item 2 Compressive Strength Test.  It states that “Take at least five specimens per ASTM C109 and 
analyze for testing compressive strength from each week’s work.” “Send the specimens to a third-party 
laboratory and the manufacturer for verification.” And “Test the material for compressive strength at 7 days (1 
specimen) and 28 days (3 specimens).”  It also states that “The Contractor shall begin to submit specimens at 
the latest once 25% of the total vertical footage of cementitious manhole sealing is complete.” 

If 25% of the cementitious manhole sealing work is completed prior to the compressive testing requirements at 
7 days and/or 28 days, will the contractor be required to stop work, wait for the initial testing results at 7 days 
and/or 28 days, and then resume the cementitious manhole sealing work?  

A: No, Contractor does not need to stop work.  

Question 2: 
Per the specifications, attachment B, Item #29 Cementitious Manhole Sealing (for Diameter Specified), pg 86, it 
states “Materials shall be spray applied in two lifts, at least 24 hours apart.  Minimum total thickness for each 
pass shall not be less than ½ inch.” 

Is there any concern that a cold joint will be present between the two separate layers of concrete as the first ½” 
lift will have time to set and begin to cure prior to the second application of concrete is begun?  

Is there any concern that the final 1” material overall strength may be lessened due to a cold joint being present?  

A: The first ½-inch layer is applied to ensure that all active water infiltration has been stopped during the 
manhole preparation process using chemical grouting, patching materials, and other methods. This initial layer 
provides a stable base for the final uniform ½-inch second layer.  
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Question 3: 
Per the specifications, attachment B, Item #29 Cementitious Manhole Sealing (for Diameter Specified), pg 87 of 
the pdf, it states that “Traffic shall not be allowed over the manholes for 12 hours after reconstruction is 
complete.  – This is not a standard practice when rehabilitating manholes. 

Q: Will traffic control and/or lane closures be allowed overnight to prevent Traffic from passing over the 
manholes for 12 hours after reconstruction is complete?  

A: We do not anticipate extended traffic control for manhole rehabilitation on this project, given the limited 
road traffic in the work area.  

Question 4: 
Per the specifications, attachment B, Item #30: Epoxy Coating, (for Diameter Specified), pg 89, Construction 
Sequencing, Step 4: Apply a primer base coat.  

Q: Can you specify the primer base coat for Raven 405 and the thickness requirements? (as this is not a standard 
practice when applying Raven 405 Epoxy). This sequencing is a general guideline for construction.  

A: The intention for step 4 is for approved equal products that may require primer base coat.  

Question 5: 
Per the specifications, attachment B, Item #30: Epoxy Coating, (for Diameter Specified), pg 88, Submittal 
Requirements, Item 3 “Samples of the cured system as described below:  a) Finish texture as determined by the 
Village of Village’s authorized representative.” 

Can you describe the finish texture requirements?  

A: Surface must be free of drips, sagging material, imperfections caused by confined space entry/exit, etc.    

Question 6: 
Per the specifications, attachment B, Item #30: Epoxy Coating, (for Diameter Specified), pg 91 – Final 
Acceptance, it states: “Any structure receiving corrosion protective lining shall be re-inspected for leaks six 
months after completion” 

Is this a visual inspection and who is performing the inspection – Contractor / Engineer / Inspector / Village? 
Visual inspection.  

A: Engineer/Village to inspect dependent on construction contract.   

How long after the 6-month inspection will the contractor have to review the inspection information and make 
the repairs?  

A: Within one year warranty period.  
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Question 7: 
Per the specifications, attachment B, Item #31: Curtain Grout Manhole, pg 93 – Final Acceptance: It States 
“After the specified sealing work has been completed, the manhole shall be visually inspected by the contractor 
(as required) in the presence of the Owner/Engineer and found to be acceptable.  All rehabilitated manholes 
shall also be re-inspected for leaks one year after project completion and resealed, if necessary, at no additional 
cost to the owner. 

Is this a visual inspection and who is performing the inspection – Contractor / Engineer / Inspector / Village? 
Visual inspection.  

A: Engineer/Village to inspect dependent on construction contract.   

How long after the one-year inspection will the contractor have to review the inspection information and make 
the repairs?  

A: Within one year warranty period.  

Question 8:  
The specs do not mention it – will there be any final inspection required 6-months or 1-year on any manholes 
that are receiving the cementitious manhole sealing? 

A: Visual inspection will be by Engineer/Village.  

Question 9:  
Is there any chance we can push the completion date to the end of June? 

A: Since the watermain work must be split into two phases, we will extend the substantial completion to June 
15, 2026, with final completion being June 30, 2026. 

Question 10:  
Would you consider the CR-9000 Calcium Aluminate mortar liner and the Cor+Gard 301 epoxy as approved 
equals for manhole rehabilitation? 

A: Any material substitutions will be reviewed only after the project is awarded. 

4.   ACKNOWLEDGMENT 
The firm acknowledges receipt of this Addendum and understands its content with the Invitation to Bid 
Documents. 

 
5. SIGNATURE AND DATE 
 
 
 
Authorized Signature         Date 


