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The Following Local Roads And Streets Recurring Special Provisions Indicated By An "X" Are Applicable To This Contract And Are 
Included By Reference:

Local Roads And Streets Recurring Special Provisions

Check Sheet # Page No.

LRS 1 Reserved 181

LRS 2 Furnished Excavation 182

LRS 3 Work Zone Traffic Control Surveillance 183

LRS 4 Flaggers in Work Zones 184

LRS 5 Contract Claims 185

LRS 6 Bidding Requirements and Conditions for Contract Proposals 186

LRS 7 Bidding Requirements and Conditions for Material Proposals 192

LRS 8 Reserved 198

LRS 9 Bituminous Surface Treatments 199

LRS 10 Reserved 203

LRS 11 Employment Practices 204

LRS 12 Wages of Employees on Public Works 206

LRS 13 Selection of Labor 208

LRS 14 Paving Brick and Concrete Paver Pavements and Sidewalks 209

LRS 15 Partial Payments 212
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LRS 18 Multigrade Cold Mix Asphalt 215

LRS 19 Reflective Crack Control Treatment 216
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VILLAGE OF OSWEGO 
______________________ 

 
SPECIAL PROVISIONS 

 
The following Special Provisions supplement the Illinois Department of Transportation (IDOT) 
“Standard Specifications for Road and Bridge Construction”, adopted January 1, 2022 (hereinafter 
Standard Specifications); the latest edition of the “Manual on Uniform Traffic Control Devices for 
Streets and Highways”; the "Manual of Test Procedures for Materials" in effect on the date of 
invitation for bids; and the "Supplemental Specifications and Recurring Special Provisions" 
indicated on the Check Sheet included herein, which apply to and govern the construction of the 
Village Hall Parking Lot Rehabilitation project, in the Village of Oswego, Illinois, and in case of 
conflict with any part, or parts, of said Specifications, the said Special Provisions shall take 
precedence and shall govern. 
 

LOCATION OF PROJECT 

 
The project is located in Oswego, Illinois.  The proposed improvements are located at the Village 
Hall along Parkers Mill between Washington Street and IL 31. The project includes Parkers Mill, 
the west parking lot and the parking areas along Parkers Mill. 
 

DESCRIPTION OF PROJECT 

The proposed improvements at the Village Hall consist of the milling and resurfacing the existing 
pavement and installing new pavement markings on Parkers Mill and the west parking lot.  The 
proposed improvements also include the installation of ADA-compliant sidewalk ramps at the 
intersection of Parkers Mill and Washington Street, the entry area to Door #7, the pedestrian 
crossing on Parkers Mill to Door #1 (main entrance), and the mid-block entry for adjacent parking, 
as well as spot repairs to existing curb and gutter and sidewalks within project limits. 
 

WORKING DAYS 

The Contractor shall complete the work within 20 working days.  If the Contractor fails to complete 
the work within the specified timeframe, the provisions of Article 108.09 of the Standard 
Specifications will be strictly adhered to for liquidated damages.  In addition, all work shall be 
completed between Monday June 1st, 2026 and Friday August 28th, 2026. 
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DUST CONTROL - HAULING EARTH, GRANULAR MATERIALS OR WASTE MATERIAL 

In addition to the general requirements of Section 107 of the Standard Specifications, the 
Contractor shall be required to prepare a plan for pavement cleaning and dust control for this 
project.  A detailed plan outlining specific wetting, tarping, and/or cleaning procedures, or similar 
dust control methods is to be submitted for approval at the preconstruction meeting. 
 
As required by Chapter 95 1/2, paragraphs 15-109 and 15-109.1 of the Illinois Vehicle Code, no 
blowing or spillage of material will be allowed during the hauling operations.  The specific 
preventative measures proposed by the Contractor are to be included in the dust control plan. 
 
If, in the opinion of the Engineer, excessive dust is produced during the hauling operations, the 
hauling shall stop until corrective action is taken. 
 
Approval of the dust control and pavement cleaning procedures will not relieve the Contractor of 
his responsibility to provide a safe work zone for the traveling public. 
 
The cost of this work shall be included in the unit prices bid and no additional compensation will be 
allowed. 
 

PORTLAND CEMENT CONCRETE SIDEWALK 

This work shall be in accordance with Section 424 of the Standard Specifications, the special 
details and notes included in the plans, and this Special Provision.  The concrete shall meet the 
requirements of IDOT Class SI. 
 
The sidewalk shall be constructed on a 4” layer of aggregate base course (Type B), which shall be 
constructed in accordance with Section 351 of the Standard Specifications.  The aggregate base 
will not be paid for separately, but shall be considered as included in the cost of the sidewalk. 
 
No stamps in the concrete advertising the Contractor, construction companies, or other private 
entities/matters will be allowed. 
 
Method of Measurement.  The new sidewalk will be measured for payment in accordance with 
Article 424.12 of the Standard Specifications. 
 
Aggregate used for base course will not be measured for payment. 
 
Earth excavation required for placement of the new sidewalk and aggregate base course will not 
be measured for payment. 
 
Basis of Payment.  The new sidewalk will be paid for at the contract unit price per square foot for 
PORTLAND CEMENT CONCRETE SIDEWALK, of the thickness specified. 
 
Aggregate used for base course will not be paid for separately, but shall be considered as included 
in the cost of the sidewalk. 
 
Earth excavation or embankment required to construct the sidewalk to the final grades will not be 
paid for separately, but shall be considered as included in the cost of the sidewalk. 
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DETECTABLE WARNINGS 

In addition to the requirements of Section 424 of the Standard Specifications, detectable warnings 
shall adhere to the following: 
 
The truncated domes shall consist of a prefabricated and replaceable panel that is red in color.  
The panel shall meet the requirements of ASTM C1028 – Slip Resistance and ASTM G155 – 
Accelerated Weathering.  The panel shall be one of the following products, or an equal approved 
by the Engineer: 
 

ADA Solutions, Inc. Cast-in-Place available from 
Stetsons Building Products, Inc. 
2425 20th Street 
Rockford, IL 61104 
Phone: (800) 383-2181 

 
EZ-Set Tile available from 
Traffic Control Corporation 
10435 Argonne Woods Drive 
Woodridge, IL 60517 
Phone: (800) 996-6511 

 
Armor-Tile Replaceable Cast-In Place System available from 
White Cap Construction Supply 
8124 W. 188th Street 
Mokena, IL 60448 
Phone: (815) 464-8828 

 

HOT-MIX ASPHALT SURFACE REMOVAL 

This work shall consist of milling the existing pavement on Parkers Mill and the west parking lot 
and be in accordance with Section 440 of the Standard Specifications. 
 
The nominal hot-mix asphalt surface removal depth within the roadway and parking lot shall be 2”.  
However, the hot-mix asphalt surface removal depth within the ADA parking stalls/area shall vary 
as needed to meet the proposed surface elevations and grades indicated in the plans.  Strict 
conformance to the proposed elevations and grades is essential to satisfy ADA requirements.  The 
Engineer will verify the final surface grades within the ADA parking area and require corrective 
action for any slopes found to be outside of policy, without additional compensation to the 
Contractor.   
 

COMBINATION CONCRETE CURB AND GUTTER 

In addition to the requirements of Section 606 of the Standard Specifications, combination 
concrete curb and gutter shall adhere to the following: 
 
The combination curb and gutter shall be constructed on a 4” layer of aggregate base course 
(Type B), which shall be constructed in accordance with Section 351 of the Standard 
Specifications.  The aggregate base will not be paid for separately, but shall be considered as 
included in the cost of the combination concrete curb and gutter. 
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Removal of the existing pavement to install a full front face form will not be allowed. 
 
Where new combination concrete curb and gutter meets existing curb and gutter to remain, the 
gutters shall be connected with two (2) 5/8” diameter reinforcement bars, 12” long.  Holes 5/8” in 
diameter shall be drilled 6” into the existing gutter prior to driving the reinforcement bars into place. 
 
Contraction joints shall be provided at uniform intervals not to exceed 12’.  Expansion joints shall 
be constructed at intervals not to exceed 60’, or as directed by the Engineer.  The expansion joints 
shall consist of a minimum of 1” thick preformed expansion joint filler conforming to the cross-
section of the curb and gutter and be provided with two (2) No. 5 by 18” coated smooth dowel bars 
conforming to Article 1006.11(b) of the Standard Specifications.  The dowel bars shall be fitted with 
a cap having a pinched stop that will provide a minimum of 1” of expansion. 
 
 
TRAFFIC CONTROL PLAN 
(Revised October 1, 2018) 
 
Traffic control shall be in accordance with the applicable sections of the Standard Specifications for 
Road and Bridge Construction, the applicable guidelines contained in the Illinois Manual on 
Uniform Traffic Control Devices for Streets and Highways, these special provisions, and any 
special details and highway standards herein and in the plans. 
 
Special attention is called to the following sections of the Standard Specifications, the highway 
standards, and the special provisions relating to traffic control: 
 
Standard Specifications: 
  

 Section 701 - Work Zone Traffic Control and Protection 
 Section 1106 - Work Zone Traffic Control Devices 
 
Highway Standards: 
  
 701501 701801 701901  
 
In addition, the following also relate to traffic control for this project: 
 
ERRATA – Standard Specifications for Road and Bridge Construction  
  (Adopted 1-1-22) (Revised 1-1-26)  
  
SUPPLEMENTAL SPECIFICATIONS 
 Work Zone Traffic Control and Protection 
 
RECURRING SPECIAL PROVISIONS 
 LRS 3 Work Zone Traffic Control Surveillance 
  
SPECIAL PROVISIONS   
  Traffic Control and Protection, (Special) 
  

REMOVE AND REINSTALL PARKING BLOCKS 

This work shall consist of removing and disposing of the existing parking blocks along Parkers Mill 
and any associated connections/fasteners and replacing them with new parking blocks to the 



Village Hall Parking Lot Rehabilitation 
Village of Oswego, Illinois 

 

 

6 
 

 

satisfaction of the Engineer.  The new connections/fasteners needed to secure the new parking 
blocks to the new pavement shall be installed in accordance with the manufacturer’s specifications 
or at the direction of the Engineer. 
 
Basis of Payment.  This work will be paid for at the contract unit price per each for REMOVE AND 
REINSTALL PARKING BLOCKS.  Payment shall include all labor, materials, equipment, and 
transportation necessary to complete this work, including any connections/fasteners needed to 
secure the parking blocks to the new pavement, and disposal of the removed material in 
accordance with Article 202.03 of the Standard Specifications. 
 

CONCRETE PARKING BLOCKS 

This work shall consist of installing new parking blocks at the locations indicated in the plans and 
to the satisfaction of the Engineer.  The new connections/fasteners needed to secure the new 
parking blocks to the new pavement shall be installed in accordance with the manufacturer’s 
specifications, or at the direction of the Engineer. 
 
Basis of Payment.  This work will be paid for at the contract unit price per each for CONCRETE 
PARKING BLOCKS.  Payment shall include all labor, materials, equipment, and transportation 
necessary to complete this work, including any connections/fasteners needed to secure the 
parking blocks to the new pavement. 
 

BIKE PATH REMOVAL 

This work shall consist of the complete removal and disposal of existing hot-mix asphalt bike path 
pavement in accordance with Section 440 of the Standard Specifications and as specified herein. 
 
All existing pavements and appurtenances, including surface courses, base courses, and 
stabilized subbases, which are denoted for removal and/or interfere with the proposed construction 
shall be completely removed as indicated in the plans or as directed by the Engineer. 
 
Any damage to adjacent sections of bike path not designated for removal due to the Contractor’s 
operations shall be repaired or replaced at the Contractor’s expense. 
 
Method of Measurement.  Removal of existing hot-mix asphalt bike path pavement will be 
measured for payment in place and the area computed in square yards. 
 
Basis of Payment.  This work will be paid for at the contract unit price per square yard for BIKE 
PATH REMOVAL. 
 

REMOVE EXISTING BRICK PAVERS 

This work shall consist of removing existing decorative brick pavers at the locations indicated in the 
plans or as directed by the Engineer.  Any damage to adjacent sections of brick pavers not 
designated for removal due to the Contractor’s operations shall be repaired or replaced at the 
Contractor’s expense. 
 
The existing brick pavers along with any base courses or stabilized subbases, which are denoted 
for removal and/or interfere with the proposed construction shall be completely removed as 
indicated in the plans or as directed by the Engineer. 
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Method of Measurement.  Removal of existing brick pavers will be measured for payment in place 
and the area computed in square feet. 
 
Basis of Payment.  This work will be paid for at the contract unit price per square foot for REMOVE 
EXISTING BRICK PAVERS, which price shall include disposal of the removed material in 
accordance with Article 202.03 of the Standard Specifications. 
 

TRAFFIC CONTROL AND PROTECTION, (SPECIAL) 

This work shall consist of providing traffic control and protection in accordance with Section 701 of 
the Standard Specifications and the specific plan details, notes, and special provisions that have 
been prepared for this contract. 
 
Method of Measurement.  All traffic control (except work zone pavement marking, if required) 
required by Section 701 of the Standard Specifications and the specific traffic control plan details, 
notes, and special provisions will be measured for payment on a lump sum basis. 
 
Short term pavement markings and temporary pavement markings of the various line widths will be 
measured for payment in feet.  Double yellow lines will be measured as two separate lines. 
 
Letters and symbols used in conjunction with the temporary pavement marking, conforming to the 
sizes and dimensions specified in the plan details, will be measured for payment in square feet. 
 
Short term and temporary pavement marking removal will be measured for payment in square feet. 
 
Basis of Payment.  All traffic control and protection will be paid for at the contract lump sum price 
for TRAFFIC CONTROL AND PROTECTION, (SPECIAL).  This price shall be payment in full for 
all labor, materials, transportation, handling, and incidental work necessary to furnish, install, 
maintain, and remove all traffic control devices required by Section 701 of the Standard 
Specifications and the specific traffic control plan details, notes, and special provisions and as 
approved by the Engineer. 
 
If required, SHORT TERM PAVEMENT MARKING and TEMPORARY PAVEMENT MARKING will 
be paid for separately in accordance with Section 703 of the Standard Specifications.  Removal will 
be paid for at the contract unit price per square foot for SHORT TERM PAVEMENT MARKING 
REMOVAL. 
 

BOLLARDS 

This work shall consist of installing concrete bollards at the locations indicated in the plans, or as 
directed by the Engineer.  The concrete bollards and their installation shall be in accordance with 
the details included in the plans.  
 
Materials shall be according to the following Articles of the Standard Specifications: 
 

(a) Portland Cement Concrete 1020 
(b) Steel Pipe   1006.04 
(c) Reinforcement Bars  1006.10 
(d) Primer and Paint  1008.04 
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Basis of Payment.  This work will be paid for at the contract unit price per each for BOLLARDS. 
Payment shall include all labor, materials, equipment, and transportation necessary to install the 
bollards to the satisfaction of the Engineer. 
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State of Illinois 
Department of Transportation 

Bureau of Local Roads and Streets 

SPECIAL PROVISION 
FOR 

INSURANCE 
 

Effective:  February 1, 2007 
Revised: August 1, 2007 

 
 

All references to Sections or Articles in this specification shall be construed to mean specific 
Section or Article of the Standard Specifications for Road and Bridge Construction, adopted by 
the Department of Transportation. 

 
The Contractor shall name the following entities as additional insured under the Contractor’s 

general liability insurance policy in accordance with Article 107.27: 
 

      

      

      

      

      

      

      
 

The entities listed above and their officers, employees, and agents shall be indemnified and 
held harmless in accordance with Article 107.26. 
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