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Well #9 - 700 Yoakum Boulevard
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ORNAMENTAL FENCE DETAIL

NO SCALE

GENERAL NOTES

1. COMPLY WITH ALL RULES AND REGULATIONS OF OSHA DURING
CONSTRUCTION OF IMPROVEMENTS AND RESTORATION.

2. CONTACT J.U.L.I.LE. AND THE VILLAGE OF OSWEGO PUBLIC WORKS
DEPARTMENT (620)-554-3242 A MINIMUM OF 48 HOURS PRIOR TO
EXCAVATION.

3. COORDINATE WITH UTILITY COMPANIES TO SUPPORT, PROTECT, OR
REMOVE AND REPLACE ALL POWER POLES OR POLE ANCHORS THAT ARE
AFFECTED BY CONSTRUCTION, EVEN WHERE SUPPORT IS NOT
INDICATED ON PLAN SHEETS. THE COST OF THIS WORK IS CONSIDERED
INCIDENTAL TO THE INSTALLATION OF THE IMPROVEMENTS.

4. EXISTING INFRASTRUCTURE SIZES AND LOCATIONS SHOW ARE FROM
BEST AVAILABLE RECORDS. VERIFY SIZES, LOCATIONS, AND ELEVATIONS
OF EXISTING PIPE AND OTHER INFRASTRUCTURE PRIOR TO
CONSTRUCTION.

5. CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL
UNDERGROUND OR SURFACE UTILITIES SHOWN ON THE PLANS OR
OTHERWISE. ANY UTILITY THAT IS DAMAGED DURING CONSTRUCTION
WILL BE REPAIRD TO THE SATISFACTION OF THE ENGINEER AND OWNER
OR REPLACED. THIS WORK SHALL BE AT THE CONTRACTOR'S EXPENSE.
6. MAINTAIN ACCESS TO THE EXISTING SITES AT ALL TIMES.

7. COORDINATE WITH ENGINEER 48 HOURS IN ADVANCE OF MOVING
ON-SITE.

8. TREES LOCATED OUTSIDE THE FENCE LINE SHALL BE PRUNED AS
DIRECTED BY THE ENGINEER. TREE LIMBS SHALL NOT EXTEND TOWARDS
OR OVER THE FENCE WHERE POSSIBLE. ALL TREE PRUNING SHALL BE
DONE ACCORDING TO THE CURRENT ANSI A300 PRUNING STANDARD.

sWego

BAXTER(\/WOODMAN

EXISTING UTILITIES:

WHERE THE DRAWINGS INCLUDE INFORMATION PERTAINING
TO THE LOCATION OF UNDERGROUND UTILITY FACILITIES,
SUCH INFORMATION REPRESENTS ONLY THE OPINION OF THE
ENGINEER AS TO THE LOCATION OF SUCH UTILITIES. THE
INFORMATION IS INCLUDED ONLY FOR THE CONVENIENCE OF
THE CONTRACTOR. THE UTILITY LOCATIONS WERE
DETERMINED FROM THE BEST AVAILABLE RECORDS. THE
ENGINEER AND OWNER ASSUME NO RESPONSIBILITY
WHATEVER WITH RESPECT TO THE SUFFICIENCY OR
ACCURACY OF THE INFORMATION SHOWN ON THE DRAWINGS
REGARDING THE LOCATION OF UNDERGROUND UTILITY
FACILITIES OR THE MANNER IN WHICH THEY ARE TO BE
REMOVED OR ADJUSTED. IT SHALL BE THE CONTRACTOR'S
RESPONSIBILITY TO DETERMINE THE ACTUAL LOCATION OF
ALL SUCH FACILITIES. THE CONTRACTOR SHALL OBTAIN
FROM THE RESPECTIVE UTILITY COMPANIES DETAILED
INFORMATION REGARDING THE LOCATION OF UTILITY
FACILITIES AND THE WORKING SCHEDULES OF THE UTILITY
COMPANIES FOR REMOVING OR ADJUSTING THE FACILITIES.
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NOTE: GATES, SIZES OF PIPES, TRUSS RODS AND
TURNBUCKLES PER MFR. RECOMMENDATIONS.
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