The following special provisions indicated by a “check mark” are applicable to this contract and will be included by the Project
Coordination and Implementation Section of the Bureau of Design & Environment (BDE).

BDE SPECIAL PROVISIONS
For the July 31 and September 18, 2026 Lettings

File Name # Special Provision Title Effective Revised
80099 1 [1 Accessible Pedestrian Signals (APS) April 1, 2003 Jan. 1, 2022
80274 2 Aggregate Subgrade Improvement April 1, 2012 April 1, 2022
80192 3 [] Automated Flagger Assistance Devices Jan. 1, 2008 April 1, 2023
80173 4 Bituminous Materials Cost Adjustments Nov. 2, 2006 Aug. 1, 2017
80426 5 [] Bituminous Surface Treatment with Fog Seal Jan. 1, 2020 April 1, 2026
80475 6 [ ] Bridge Deck Concrete Overlays Jan. 1, 2026

* 80241 7 [] Bridge Demolition Debris July 1, 2009

* 50531 8 [] Building Removal Sept. 1, 1990 Aug. 1, 2022

* 50261 9 [] Building Removal with Asbestos Abatement Sept. 1, 1990 Aug. 1, 2022
80460 10 Cement, Finely Divided Minerals, Admixtures, Concrete, and Mortar Jan. 1, 2025 Jan. 1, 2026
80384 11 [ Compensable Delay Costs June 2, 2017 April 1, 2019

* 80198 12 [ Completion Date (via calendar days) April 1, 2008

* 80199 13 [ Completion Date (via calendar days) Plus Working Days April 1, 2008
80461 14 [] Concrete Barrier Jan. 1, 2025
80453 15 [] Concrete Sealer Nov. 1, 2023
80261 16 [] Construction Air Quality — Diesel Retrofit June 1, 2010 Jan. 1, 2025
80476 17 [ Deck Slab Repair Jan. 1, 2026

* 80029 18 [ Disadvantaged Business Enterprise Participation Sept. 1, 2000 Jan. 2, 2025
80467 19 Erosion Control Blanket Aug. 1, 2025
80229 20 [] Fuel Cost Adjustment April 1, 2009 Aug. 1, 2017
80452 21 [] Full Lane Sealant Waterproofing System Nov. 1, 2023
80433 22 [] Green Preformed Thermoplastic Pavement Markings Jan. 1, 2021 Jan. 1, 2022
80471 23 [ Guardrail Nov. 1, 2025
80472 24 [] High Friction Surface Treatment Nov. 1, 2025
80456 25 Hot-Mix Asphalt Jan. 1, 2024 April 1, 2026
80446 26 Hot-Mix Asphalt - Longitudinal Joint Sealant Nov. 1, 2022 Aug. 1, 2023
80438 27 [ lllinois Works Apprenticeship Initiative — State Funded Contracts June 2, 2021 April 2, 2024
80483 28 Inlet Filters April 1, 2026
80477 29 [ Longitudinal Tining Jan. 1, 2026 July 1, 2026
80450 30 [ ] Mechanically Stabilized Earth Retaining Walls Aug. 1, 2023 Aug. 1, 2025
80478 31 [ 1 Modified Longitudinal Construction Joint Jan. 1, 2026
80464 32 Pavement Marking April. 1, 2025 Nov. 1, 2025
80468 33 [ Pavement Patching Aug. 1, 2025
80441 34 Performance Graded Asphalt Binder Jan. 1, 2023
80459 35 [ Preformed Plastic Pavement Marking June 2, 2024

* 34261 36 [] Railroad Protective Liability Insurance Dec. 1, 1986 Jan. 1, 2022
80473 37 [ Raised Reflective Pavement Markers Nov. 1, 2025
80455 38 [] Removal and Disposal of Regulated Substances Jan. 1, 2024 April 1, 2026
80474 39 [] Residential Driveway Temporary Signal Nov. 1, 2025
80445 40 Seeding Nov. 1, 2022 July 1, 2026
80457 41 [ ] Short Term and Temporary Pavement Markings April 1, 2024 April 2, 2024
80462 42 Sign Panels and Appurtenances Jan. 1, 2025 Jan. 1, 2026
80479 43 [] Sinusoidal Rumble Strips Jan. 1, 2026
80469 44 [] Slope Wall Aug. 1, 2025
80448 45 [] Source of Supply and Quality Requirements Jan. 2, 2023 Jan. 1, 2026
80340 46 [ ] Speed Display Trailer April 2, 2014 Jan. 1, 2022
80127 47 [] Steel Cost Adjustment April 2, 2004 Nov. 1, 2025
80480 48 [] Structural Repair of Concrete Jan. 1, 2026
80397 49 [] Subcontractor and DBE Payment Reporting April 2, 2018
80391 50 Subcontractor Mobilization Payments Nov. 2, 2017 April 1, 2019
80463 51 [] Submission of Bidders List Information Jan. 2, 2025 Mar. 2, 2025



80482 52 [] Submission of Payroll Records — Federal Aid Contract April 1, 2026
80437 53 [] Submission of Payroll Records — State Contract April 1, 2021 April 1, 2026
80435 54 [] Surface Testing of Pavements — IRI Jan. 1, 2021 Jan. 1, 2023
80465 55 [] Surveying Services April 1, 2025
80481 56 [ Temporary Concrete Barrier Jan. 1, 2026
80466 57 [ ] Temporary Rumble Strips April 1, 2025
80484 58 [] Tolerance in Thickness for Continuously Reinforced PCC Pavement July 1, 2026
80470 59 [ Traffic Signal Backplate Aug. 1, 2025

* 20338 60 [] Training Special Provisions Oct. 15, 1975 Sept. 2, 2021
80429 61 [] Ultra-Thin Bonded Wearing Course April 1, 2020 Jan. 1, 2022
80439 62 [] Vehicle and Equipment Warning Lights Nov. 1, 2021 Nov. 1, 2022
80458 63 [] Waterproofing Membrane System Aug. 1, 2024
80302 64 [] Weekly DBE Trucking Reports June 2, 2012 Jan. 2, 2025
80454 65 [ Wood Sign Support Nov. 1, 2023
80427 66 Work Zone Traffic Control Devices Mar. 2, 2020 Jan. 1, 2026
80485 67 [] Work Zone Width Restriction July 1, 2026

* 80071 68 [] Working Days Jan. 1, 2002

Highlighted items indicate a new or revised special provision for the letting.

An * indicates the special provision requires additional information from the designer, which needs to be submitted separately.
The Project Coordination and Implementation Section will then include the information in the applicable special provision.

The following special provisions are in the 2026 Supplemental Specifications and Recurring Special Provisions.

File Name Special Provision Title New Location(s) Effective Revised
80447  Grading and Shaping Ditches Articles 214.03 & 214.04 Jan. 1, 2023




AGGREGATE SUBGRADE IMPROVEMENT (BDE)

Effective: April 1, 2012
Revised: April 1, 2022

Add the following Section to the Standard Specifications:
“SECTION 303. AGGREGATE SUBGRADE IMPROVEMENT

303.01 Description. This work shall consist of constructing an aggregate subgrade
improvement (ASI).

303.02 Materials. Materials shall be according to the following.

ltem Article/Section
(2) Coarse AQregate .......ooooiiiiciiiiieieiee e a e 1004.07
(b) Reclaimed Asphalt Pavement (RAP) ........uiicieececcccccee e, 1031.09

303.03 Equipment. The vibratory roller shall be according to Article 1101.01, or as approved
by the Engineer. Vibratory machines, such as tampers, shall be used in areas where rollers do
not fit.

303.04 Soil Preparation. The minimum immediate bearing value (IBV) of the soil below the
improved subgrade shall be according to the Department’s “Subgrade Stability Manual” for the
aggregate thickness specified.

303.05 Placing and Compacting. The maximum nominal lift thickness of aggregate
gradations CA 2, CA 6, and CA 10 when compacted shall be 9in. (225 mm). The maximum
nominal lift thickness of aggregate gradations CS 1, CS 2, and RR 1 when compacted shall be
24 in. (600 mm).

The top surface of the aggregate subgrade improvement shall consist of a layer of capping
aggregate gradations CA 6 or CA 10 that is 3in. (75 mm) thick after compaction. Capping
aggregate will not be required when aggregate subgrade improvement is used as a cubic yard
pay item for undercut applications.

Each lift of aggregate shall be compacted to the satisfaction of the Engineer. If the moisture
content of the material is such that compaction cannot be obtained, sufficient water shall be added
so that satisfactory compaction can be obtained.

303.06 Finishing and Maintenance. The aggregate subgrade improvement shall be
finished to the lines, grades, and cross sections shown on the plans, or as directed by the
Engineer. The aggregate subgrade improvement shall be maintained in a smooth and compacted
condition.



303.07 Method of Measurement. This work will be measured for payment according to
Article 311.08.

303.08 Basis of Payment. This work will be paid for at the contract unit price per cubic yard
(cubic meter) or ton (metric ton) for AGGREGATE SUBGRADE IMPROVEMENT or at the
contract unit price per square yard (square meter) for AGGREGATE SUBGRADE
IMPROVEMENT, of the thickness specified.”

Add the following to Section 1004 of the Standard Specifications:

“1004.07 Coarse Aggregate for Aggregate Subgrade Improvement (ASI). The aggregate
shall be according to Article 1004.01 and the following.

(a) Description. The coarse aggregate shall be crushed gravel, crushed stone, or crushed
concrete. In applications where greater than 24 in. (600 mm) of ASI material is required,
gravel may be used below the top 12 in (300 mm) of ASI.

(b) Quality. The coarse aggregate shall consist of sound durable particles reasonably free of
deleterious materials.

(c) Gradation.

(1) The coarse aggregate gradation for total ASI thickness less than or equal to 12 in.
(300 mm) shall be CA 2, CA6, CA 10, 0or CS 1.

The coarse aggregate gradation for total ASI thickness greater than 12 in. (300 mm)
shall be CS 1 or CS 2 as shown below or RR 1 according to Article 1005.01(c).

COARSE AGGREGATE SUBGRADE GRADATIONS
Sieve Size and Percent Passing
Grad No. 5 & I > aa
CS1 100 97 +3 90+ 10 45+ 25 20+ 20
CS2 100 80+£10 25+15
COARSE AGGREGATE SUBGRADE GRADATIONS (Metric)
Sieve Size and Percent Passing
Grad No. 200 mm 150 mm 100 mm 50 mm 4.75 mm
CS1 100 97+3 90 £ 10 45+ 25 20+ 20
CS2 100 8010 25+ 15

(2) Capping aggregate shall be gradation CA 6 or CA 10.”
Add the following to Article 1031.09 of the Standard Specifications:

“(b) RAP in Aggregate Subgrade Improvement (ASI). RAP in ASI shall be according to
Articles 1031.01(a), 1031.02(a), 1031.06(a)(1), and 1031.06(a)(2), and the following.



80274

(1) The testing requirements of Article 1031.03 shall not apply.

(2) Crushed RAP used for the lower lift may be mechanically blended with aggregate
gradations CS 1, CS 2, and RR 1 but it shall be no greater than 40 percent of the total
product volume. RAP agglomerations shall be no greater than 4 in. (100 mm).

(3) For capping aggregate, well graded RAP having 100 percent passing the 1 1/2 in.
(38 mm) sieve may be used when aggregate gradations CS 1, CS 2, CA 2, or RR 1
are used in the lower lift. FRAP will not be permitted as capping material.

Blending shall be through calibrated interlocked feeders or a calibrated blending plant
such that the prescribed blending percentage is maintained throughout the blending
process. The calibration shall have an accuracy of + 2.0 percent of the actual quantity of
material delivered.”



| BITUMINOUS MATERIALS COST ADJUSTMENTS (BDE)

Effective: November 2, 2006
| Revised: August 1, 2017

Description.  Bituminous material cost adjustments will be made to provide additional
compensation to the Contractor, or credit to the Department, for fluctuations in the cost of
bituminous materials when optioned by the Contractor. The bidder shall indicate with their bid
whether or not this special provision will be part of the contract.

The adjustments shall apply to permanent and temporary hot-mix asphalt (HMA) mixtures,
bituminous surface treatments (cover and seal coats), and preventative maintenance type
surface treatments that are part of the original proposed construction, or added as extra work
and paid for by agreed unit prices. The adjustments shall not apply to bituminous prime coats,
tack coats, crack filling/sealing, joint filling/sealing, or extra work paid for at a lump sum price or
by force account.

Method of Adjustment. Bituminous materials cost adjustments will be computed as follows.

CA = (BPIp - BPI) x (%ACy /100) x Q

Where: CA
BPIlp

Cost Adjustment, 3.

Bituminous Price Index, as published by the Department for the month the
work is performed, $/ton ($/metric ton).

Bituminous Price Index, as published by the Department for the month prior
to the letting for work paid for at the contract price; or for the month the
agreed unit price letter is submitted by the Contractor for extra work paid for
by agreed unit price, $/ton ($/metric ton).

Percent of virgin Asphalt Cement in the Quantity being adjusted. For HMA
mixtures, the % ACy will be determined from the adjusted job mix formula.
For bituminous materials applied, a performance graded or cutback asphalt
will be considered to be 100% ACy and undiluted emulsified asphalt will be
considered to be 65% ACy.

Q = Authorized construction Quantity, tons (metric tons) (see below).

BPI,

i

%ACy

For HMA mixtures measured in square yards: Q, tons = A x D x (G x 46.8) / 2000. For HMA
mixtures measured in square meters: Q, metric tons = A x D x (Gyp X 1) / 1000. When
computing adjustments for full-depth HMA pavement, separate calculations will be made for the
binder and surface courses to account for their different G, and % ACy.

For bituminous materials measured in gallons:  Q, tons =V x 8.33 Ib/gal x SG / 2000
For bituminous materials measured in liters: Q, metric tons =V x 1.0 kg/L x SG/ 1000

Area of the HMA mixture, sq yd (sq m).
Depth of the HMA mixture, in. (mm).
Average bulk specific gravity of the mixture, from the approved mix design.

Where: A
D
Gmb



\Y
SG

Volume of the bituminous material, gal (L).
Specific Gravity of bituminous material as shown on the bill of lading.

Basis of Payment. Bituminous materials cost adjustments may be positive or negative but will
only be made when there is a difference between the BPI_ and BPIr in excess of five percent,
as calculated by:

Percent Difference = {(BPI_ — BPIp) + BPI } x 100

Bituminous materials cost adjustments will be calculated for each calendar month in which
applicable bituminous material is placed; and will be paid or deducted when all other contract
requirements for the work placed during the month are satisfied. The adjustments shall not
apply during contract time subject to liquidated damages for completion of the entire contract.
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